
OWNER

Charlottesville City Schools

1532 Dairy Road

Charlottesville, VA 22903

(434) 245-2401

http://charlottesvilleschools.org

Contact: Michael Goddard

(434) 970-3977

goddardm@charlottesville.gov

ARCHITECT

VMDO Architects

200 E. Market Street

Charlottesville, VA 22902

(434) 296-5684

www.vmdo.com

Contact: James Atkins

(434) 296-5684

jatkins@vmdo.com

MEP ENGINEER

CMTA Consulting Engineers

10411 Meeting Street

Prospect, KY 40059

(502) 326-3085

www.cmta.com

Contact: Donald Yaste

(502) 326-3085

DYaste@cmta.com

ENVIRONMENTAL GRAPHICS

Iconograph

110 5th Street SE

Charlottesville, VA 22902

(434) 409-1363

www.iconograph.com

Contact: Brittney Butler

(434) 409-1363

brittney@iconograph.com

STRUCTURAL ENGINEER

Dunbar Structural, PLLC

110 3rd Street NE #5224

Charlottesville, VA 22902

(434) 293-5171

www.dunbarstructural.com

Contact: Steve Barber

(434) 293-5171

sbarber@dunbarstructural.com
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ELEMENTARY SCHOOL
MODERNIZATION

2228 GREENBRIER DR, CHARLOTTESVILLE, VA 22901
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TITLE SHEET

T001

GREENBRIER ELEMENTARY SCHOOL MODERNIZATION

CHARLOTTESVILLE CITY SCHOOLS

TITLE

T001 TITLE SHEET

LIFE SAFETY

LS111 LIFE SAFETY - LEVEL 1

STRUCTURAL

S100 FRAMING PLAN AND DETAILS

ARCHITECTURAL

A001 ABBREVIATIONS, NOTES, AND PARTITION TYPES

A110 KEY PLANS

A111 DEMOLITION AND FLOOR PLANS - LEVEL 1 AND MEZZANINE

A211 DEMOLITION AND REFLECTED CEILING PLAN - LEVEL 1 AND MEZZANINE

A601 STAIR & RAMP PLANS, SECTIONS & ELEVATIONS

A711 ENLARGED PLANS & INTERIOR ELEVATIONS

A712 ENLARGED PLANS & INTERIOR ELEVATIONS

A713 INTERIOR DETAILS

A714 PAINT PLAN AND ELEVATION

A811 FURNITURE PLANS AND ELEVATIONS (FOR REFERENCE)

A900 DOOR AND FINISH SCHEDULES, FINISH PLANS, AND FINISH DETAILS

A960 TYPICAL MILLWORK & CASEWORK DETAILS

ELECTRICAL

E-001 ELECTRICAL LEGEND

E-100 FLOOR PLANS - ELECTRICAL WORK

E-200 ELECTRICAL DETAILS

GREENBRIER ELEMENTARY SCHOOL

CHARLOTTESVILLE, VIRGINIA

PARKING LOT

DISCLAIMER: PICTORIAL IMAGES ARE FOR INFORMATION PURPOSES ONLY. REFER TO MEASURED DRAWINGS HEREIN.
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LIFE SAFETY LEGEND

EXIT SIGN

NUMBER OF OCCUPANTS PER SPACE

SIMULATED EXIT ROUTE DISTANCE

#

#

1 HR FIRE BARRIER

BLDG. PERIMETER ON PUBLIC WAY

### COMBINED AGGREGATE EGRESS GROUP

AREA OF LEVEL 1 RENOVATION

AREA OF LEVEL 2 RENOVATION

COMMON PATH OF TRAVEL

74' - 5"

COMMON PATH OF TRAVEL

49' - 3"

2049 SF @ 1:50

41

LIBRARY

001

406 SF @ 1:20

21

CONFERENCE

001B

188 SF @ 1:100

2

WORKROOM

001A

21

2
31

32

0
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Checked By
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16' - 0" 32' - 0" 48' - 0"
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GREENBRIER
ELEMENTARY SCHOOL
MODERNIZATION

2228 GREENBRIER DR, CHARLOTTESVILLE, VA 22901

1314

KAT

JKA

LIFE SAFETY - LEVEL 1

LS111

CHARLOTTESVILLE CITY SCHOOLS

1/8" = 1'-0"A601 LS111

1 LEVEL 1 LIFE SAFETY PLAN

1/16" = 1'-0"A601 LS111

2 ELEMENTARY SCHOOL - VRC 2018 COMPLIANCE METHOD

NOTE: EXISTING BUILDING IS FULLY SPRINKLERED.
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1. REFER TO ARCHITECTURAL DRAWINGS FOR NEW MASONRY WALL ROUGH OPENING DIMENSIONS.

NEW STEEL BEAM LINTEL - REFER 
TO DETAILS

ARCHITECTURAL BACKGROUND 
SHOWN FOR CONTEXT ONLY

EXISTING BAR JOISTS

LIBRARY
10' - 4"

TEMPORARY SHORING

NEW STEEL BEAM LINTEL

REBUILD MASONRY ABOVE BEAM 
AS REQ'D TO RESTORE BEARING 
AT EXISTING JOISTS AND BEAMS

EXISTING ROOF DECK

FILL IN BETWEEN BEAM 
FLANGES WITH CMU

LIBRARY
10' - 4"

BRG

8"

NEW STEEL BEAM LINTEL

 
1

'-
4

"

VERIFY OR PROVIDE 
SOLID GROUTED 
MASONRY FOR A 
MINIMUM 1'-4" DEPTH 
BELOW BEARING

GBC-1: ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE 2018 VIRGINIA UNIFORM STATEWIDE 
BUILDING CODE (VUSBC), EFFECTIVE JULY 1, 2021.

A. NEW CONSTRUCTION- PART 1 OF VUSBC- "VIRGINIA CONSTRUCTION CODE"

B. RENOVATION/ ALTERATION- PART II OF THE VUSBC- "VIRGINIA 
EXISTING BUILDING CODE" 

1. CLASSIFICATION OF WORK FOR THIS PROJECT= ALTERATION-LEVEL 2

GBC-2: NO LOADS IN EXCESS OF THE DESIGN LIVE LOADS LISTED SHALL BE IMPOSED UPON ANY AREA DURING 
CONSTRUCTION, UNLESS ADEQUATE SHORING OR OTHER MEANS IS PROVIDED TO SUPPORT THE EXCESSIVE 
LOADS.

GBC-3: IF ANY CHANGES ARE MADE IN WEIGHT AND/OR LOCATION OF POINTS OF SUPPORT OF EQUIPMENT, THE 
CONTRACTOR SHALL FURNISH DETAILS OF CHANGES TO THE ARCHITECT FOR REVIEW AND NECESSARY 
MODIFICATIONS.

GBC-4: TEMPORARY BRACING, GUY WIRES, SHORING, ETC., SHALL BE USED AS NECESSARY TO RESIST ALL LOADS 
TO WHICH THE STRUCTURE MAY BE SUBJECTED DURING CONSTRUCTION, INCLUDING EQUIPMENT AND ITS 
OPERATION.

GBC-5: THE STRUCTURE IS DESIGNED TO BE SELF-SUPPORTING AND STABLE AFTER THE BUILDING IS FULLY 
COMPLETED.  THE ERECTION PROCEDURE AND SEQUENCE INCLUDING THE DESIGN ADEQUACY AND SAFETY OF 
ERECTION BRACING, SHORING, TEMPORARY SUPPORTS, ETC., IS THE SOLE RESPONSIBILITY OF THE 
CONTRACTOR.

GBC-6: THE ENGINEER SHALL NOT HAVE THE AUTHORITY OR RESPONSIBILITY TO SUPERVISE OR DIRECT THE 
CONSTRUCTION WORK.

GBC-7: ADDITIONS AND ALTERATIONS TO THE EXISTING BUILDING DO NOT INCREASE THE DEMAND/CAPACITY 
RATIO OF ANY EXISTING STRUCTURAL LATERAL FORCE RESISTING ELEMENT BY MORE THAN 10%; THEREFORE, AN 
ENGINEERING EVALUATION AND ANALYSIS OF THE ALTERED EXISTING STRUCTURE IS NOT REQUIRED.

DL-1: BUILDING RISK CATEGORY (TABLE 1604.5)  =  CATEGORY III

DL-2: LIVE LOADS (REFER TO FRAMING PLANS FOR MORE SPECIFIC LOADS)

ROOF 20 PSF

DL-3: SNOW LOADS

Pg=30 PSF (GROUND SNOW)
Ce=1.0 (SNOW EXPOSURE FACTOR)
Ct=1.0 (THERMAL FACTOR)
Is=1.1 (SNOW LOAD IMPORTANCE FACTOR: ASCE 7-16 TABLE 1.5-2)
Pf (SNOW LOAD FOR LOW-SLOPE ROOF)=0.7X(Ce)X(Ct)X(Is)X(Pg) = 0.7X1.1X1.0X1.0X30 = 23 PSF
USE 30 PSF MINIMUM

GENERAL/BUILDING CODE

DESIGN LOADS AND PARAMETERS

SS-1: ALL STRUCTURAL STEEL AND ARCHITECTURALLY EXPOSED STRUCTURAL STEEL WORK SHALL CONFORM TO 
THE REQUIREMENTS OF AISC 360-16 "SPECIFICATION FOR STRUCTURAL STEEL BUILDINGS".  

• ASTM A992 (W-SHAPES AND WT-SHAPES)   Fy = 50 KSI
• ASTM A500 GRADE C (SQUARE AND RECTANGULAR HSS SHAPES) Fy = 50 KSI  
• ASTM A572 GRADE 50 (PLATE AND BAR) Fy = 50 KSI
• ASTM A36 (ANGLE, CHANNELS, AND OTHER STRUCTURAL SHAPES) Fy = 36 KSI 
• E70XX (SMAW PROCESS WELDING)
• ASTM F3125 GRADE A325-N (BOLTS)
• ASTM F3125 GRADE A490-N (BOLTS)
• ASTM F3125 GRADE F1852 (TENSION-CONTROL BOLTS A325 EQUIVALENT)
• ASTM F3125 GRADE F2280 (TENSION-CONTROL BOLTS A490 EQUIVALENT)
• ASTM A563 (HEAVY HEX NUT)
• ASTM F436 (HARDENED STEEL WASHER)
• ASTM F1554 Fy=36 KSI (ANCHOR RODS UNO)

SS-2: DETAILING AND ERECTION OF STRUCTURAL STEEL AND OPEN WEB STEEL JOISTS SHALL COMPLY WITH 
CURRENT OSHA STANDARDS FOR THE CONSTRUCTION INDUSTRY-SUBPART R - STEEL ERECTION.

M-1: ALL MASONRY WORK SHALL CONFORM TO THE REQUIREMENTS OF TMS 402/602-16 "BUILDING CODE 
REQUIREMENTS AND SPECIFICATION FOR MASONRY STRUCTURES."

• ASTM C90 (BLOCK)
• ASTM C270 (MORTAR) - TYPE S (CMU), TYPE N (BRICK)
• ASTM C476 (GROUT) - 2000 PSI MINIMUM COMPRESSIVE SRENGTH
• f'm=2000 PSI
• ASTM A615 GRADE 60 (REINFORCING)

M-2: SOLIDLY FILL COLLAR JOINTS WITH MORTAR AS THE WORK PROGRESSES.

M-3: AT HOLLOW WALLS THAT CHANGE IN THICKNESS OR NUMBER OF WYTHES, PROVIDE A COURSE OF SOLID 
MASONRY OR GROUT FILLED UNITS BELOW THE TRANSITION.

M-4: ALL BLOCK CONTAINING VERTICAL REINFORCING SHALL HAVE TWO CELLS PER 16" BLOCK.  CELLS SHALL 
ALIGN VERTICALLY AND BE GROUTED SOLID AT ALL REINFORCING LOCATIONS.  BARS SHALL BE HELD IN PLACE BY 
REBAR POSITIONERS OR OTHER SUITABLE DEVICES AND SHALL BE CENTERED IN CMU UNO.

M-5: IN VERTICALLY REINFORCED WALLS, USE LADDER TYPE (NOT TRUSS TYPE) REINFORCING IN HORIZONTAL 
MORTAR JOINTS.

M-6: GROUT SLUMP SHALL BE 8" TO 11".  PLACE GROUT PER TMS 602 SECTION 3.5 AND CONSOLIDATE BY 
VIBRATION.  RECONSOLIDATE BY VIBRATION AFTER INITIAL WATER LOSS AND SETTLEMENT HAS OCCURED.

M-7: AFTER STEEL ERECTION IS COMPLETE, FILL ALL POCKETS AT BEARING OF JOISTS AND BEAMS SOLID WITH 
MASONRY.  BUILD TIGHT TO STEEL MEMBER.

STRUCTURAL MASONRY

STRUCTURAL STEEL

C-1: ALL CONCRETE WORK SHALL CONFORM TO ALL REQUIREMENTS OF ACI 301-10 "SPECIFICATIONS FOR 
STRUCTURAL CONCRETE" AND ACI 318-14 "BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE".

• f'c=3500 PSI (SLABS-ON-GRADE )
• ASTM A1064 (PLAIN WELDED WIRE FABRIC - USE FLAT SHEETS ONLY)

C-2: REFER TO ARCHITECTURAL DRAWINGS FOR FINISHES.

CONCRETE

NEW CONCRETE RAMP -
REFER TO DETAIL

S100

3

ARCHITECTURAL BACKGROUND 
SHOWN FOR CONTEXT ONLY

Level 1
0' - 0"

1
 1

/2
"

1
"

EXISTING CONCRETE SLAB ON GRADE 
TO REMAIN

NEW CAST-IN-PLACE CONCRETE RAMP 
SLAB WITH 6X6-W1.4XW1.4 WELDED 
WIRE FABRIC

UNDERCUT EXISTING SLAB TO PROVIDE 
1 1/2" MINIMUM THICKNESS SLAB AT LOW 
END OF RAMP

0

VMDO Project Number
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0' - 1" 0' - 2" 0' - 3"

GRAPHIC SCALE - 12" = 1'-0"

Project No.: 2201-18

dunbarstructural.com
110 THIRD STREET NE

CHARLOTTESVILLE, VIRGINIA 
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GREENBRIER
ELEMENTARY SCHOOL
MODERNIZATION

2228 GREENBRIER DR, CHARLOTTESVILLE, VA 22901
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SDB

SDB

FRAMING PLAN AND
DETAILS

S100

CHARLOTTESVILLE CITY SCHOOLS

1/8" = 1'-0"

PARTIAL ROOF FRAMING PLAN

SECTION
S100 S1003/4" = 1'-0"

1 SECTION
S100 S1003/4" = 1'-0"

2

1/8" = 1'-0"

FOUNDATION PLAN

SECTION
S100 S1003/4" = 1'-0"

3

1 90% CONSTRUCTION DOCUMENTS 21.JAN.22
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ABBREVIATIONS
A/C AIR CONDITIONING

ABV. ABOVE

ACC. ACCESSORIES

APC ACOUSTICAL PANEL CEILING

A.D. AREA DRAIN

ADJ. ADJACENT

ADJT. ADJUSTABLE

A.F.F. ABOVE FINISHED FLOOR

A.H.U. AIR HANDILING UNIT

ALT. ALTERNATE

ALUM. ALUMINIUM

ANOD. ANODIZED

A.P. ACCESS PANEL

A.P.C.C. ARCHITECTURAL

PRE-CAST CONCRETE

ARCH. ARCHITECTURAL

APPROX. APPROXIMATELY

BBT BIO-BASED TILE

B.C. BRICK COURSE

BET. BETWEEN

BLDG. BUILDING

BLKG. BLOCKING

BM. BEAM

B.O. BY OWNER

BRK. BRICK

BRG. BEARING

BTM. BOTTOM

B.U.R. BUILT UP ROOF

CAB. CABINET

CHKBD. CHALKBOARD

C.I. CAST IRON

C.I.P. CAST IN PLACE

C, C.L. CENTER LINE

C.F.M.F. COLD FORMED METAL FRAMING

C.J. CONTROL JOINT

CLG. CEILING

CLR. CLEAR

CMU CONCRETE MASONRY UNIT

C.O. CLEAN OUT

COL. COLUMN

CONC. CONCRETE

CONT. CONTINUOUS

COORD. COORDINATE

CPT. CARPET

CRS. COURSE (MASONRY)

CS. COUNTERSUNK

C.T. CERAMIC TILE

CW. CURTAINWALL

DBL. DOUBLE

D.CMU DECORATIVE CONCRETE

MASONRY UNIT

DEMO. DEMOLITION

D.F. DRINKING FOUNTAIN

D.I. DROP INLET

DIA. DIAMETER

DIM. DIMENSION(S)

DISP. DISPENSER

D.M.B. DRY MARKER BOARD

DN. DOWN

DR. DOOR

D.S. DOWNSPOUT

D.S.B. DOWNSPOUT BOOT

DTL. DETAIL

DW. DISHWASHER

DWG. DRAWING

EA. EACH

E.B. EXPANSION BOLT

EIFS EXTERIOR INSULATION 

FINISH SYSTEM

E.J. EXPANSION JOINT

ELEC. ELECTRICAL

ELEV. ELEVATION

EMER. EMERGENCY

ENCL. ENCLOSURE

E.O.P. EDGE OF PAVEMENT

E.P. ELECTRICAL PANEL

EPDM ETHYLENE PROPYLENE 

DIENE MONOMER

EQ. EQUAL

EWC ELECTRIC WATER COOLER

EX., EXIST. EXISTING

E.T.R. EXISTING TO REMAIN

EXP. EXPANSION

EXP'D. EXPOSED

EXT. EXTERIOR

F.E.C. FIRE EXSTINGUISHER CABINET

F.D. FLOOR DRAIN

F.F. FINISHED FLOOR

FIN. FINISH, FINISHED

F.O. -- FACE OF --

FLR. FLOOR

F.P. FILLER PANEL/FIREPLACE

F.R.T.W. FIRE RETARDANT TREATED WOOD

F.S. FRAME SIZE

FT. FOOT, FEET

FTG. FOOTING

'G ING (SUFFIX)

GALV. GALVANIZED

G.C. GENERAL CONTRACTOR

G.CMU GLAZED CONCRETE MASONRY UNIT

G.F. CMU GROUND FACE CMU

G.L. GAS LINE

GYP. GYPSUM

G.W.B. GYPSUM WALL BOARD

H.C. HANDICAPPED

HDWD. HARDWOOD

HDWR. HARDWARE

H.M. HOLLOW METAL

HOR. HORIZONTAL

HR. HOUR

HVAC HEATING / VENTILATION / 

AIR CONDITIONING

INCL. INCLUDE(D),(ING)

INFO. INFORMATION

INSUL. INSULATION

INT. INTERIOR

INV. INVERT

JAN. JANITOR

J.BOX JUNCTION BOX

J.C. JANITOR CLOSET

JT. JOINT

LAM. LAMINATE

LOC. LOCATION

L.P. LIGHT POLE

LVR LOUVER

MANUF. MANUFACTURER

MAS. MASONRY

MAT'L MATERIAL

MAX MAXIMUM

M.D.F. MEDIUM DENSITY FIBER BOARD

MECH. MECHANICAL

MEP MECHANICAL, ELECTRICAL, 

PLUMBING

MTL. METAL

M.H. MANHOLE

MIN. MINIMUM

MIR. MIRROR

MISC. MISCELLANEOUS

MLD. MOULDING

M.O. MASONRY OPENING

M.R. MOISTURE RESISTANT

MTD. MOUNTED

N.I.C. NOT IN CONTRACT

NOM. NOMINAL

NSMF NON-STRUCTURAL METAL 

FRAMING

N.T.S. NOT TO SCALE

O.C. ON CENTER

O.D. OUTSIDE DIAMETER

O.F.C.I. OWNER FURNISHED, 

CONTRACTOR INSTALLED

O.F.O.I OWNER FURNISHED, OWNER 

INSTALLED

OH. OVERHEAD

OPP. OPPOSITE

OPNG. OPENING

PERF. PERFORATED

PL. PLATE

P.LAM. PLASTIC LAMINATE

PLYWD. PLYWOOD

PNL. PANEL

POLY. POLYETHYLENE

PR. PAIR

PTD. PAINTED

P.T. PRESSURE TREATED

P.V. PLUMBING VENT

Q.T. QUARRY TILE

QTY. QUANTITY

R. RISER / RADIUS

R.C. RAIN CONDUCTOR

R.C.P. REFLECTED CEILING PLAN

R.D. ROOF DRAIN

REFL. REFLECTED

REINF. REINFORCING, REINFORCED

REQ'D. REQUIRED

REV. REVISION

RFG. ROOFING

R.O. ROUGH OPENING

R.O.W. RIGHT OF WAY

RM. ROOM

SAB SOUND ATTENUATION BATTS

S.A.T.M. SELF-ADHERED TRANSISTION

MEMBRANE

S.C. SOLID CORE

S.C.F.T. STRUCTURAL CLAY FACING TILE

SF. STOREFRONT

S.F.CMU SPLIT FACE CMU

SFI / AB SPRAY FOAM INSULATION / 

AIR BARRIER

S.FR.M. SPRAYED FIRE-RESISTIVE 

MATERIAL

SHT. SHEET

SIM. SIMILAR

S.O.G. SLAB ON GRADE

SPEC. SPECIFICATION

SP.M. SINGLE PLY MEMBRANE

SQ. SQUARE

SQ.FT. SQUARE FOOT

STD. STANDARD

STL. STEEL

STRUCT. STRUCTURAL

SS. STAINLESS STEEL

SUSP. SUSPENDED

T. TREAD

T&G TONGUE AND GROOVE

TEMP. TEMPORARY

THK. THICK

TK.BD. TACK BOARD

T.O. -- TOP OF --

T.S. TUBE STEEL

TYP. TYPICAL

T.O.W. TOP OF WALL

T.W.F. THROUGH WALL FLASHING

U.N.O. UNLESS NOTED OTHERWISE

U.G. UNDER GROUND

VP VAPOR BARRIER

VCT VINYL COMPOSITION TILE

VERT. VERTICAL

V.I.F. VERIFY IN FIELD

V.T.R. VENT THROUGH ROOF

V.W.C. VINYL WALL COVERING

W/ WITH

W/O WITHOUT

W.C. WATER CLOSET

WD. WOOD

W.H. WATER HEATER

WIN. WINDOW

WK.PT. WORK POINT

WP. WATERPROOF

WPFG. WATERPROOFING

WT. WEIGHT

W.W.F. WELDED WIRE FABRIC

GENERAL NOTES
1. COMPLY WITH ALL APPLICABLE CODES AND ORDINANCES.

2. VERIFY GRADES/ELEVATIONS SHOWN ON DRAWINGS.

3. CONTRACTOR IS RESPONSIBLE FOR ALL DIMENSIONS AND FOR VERIFICATION OF DIMENSIONS 

SHOWN ON DRAWINGS. ANY DISCREPANCIES IN DRAWINGS SHALL BE REPORTED TO THE ARCHITECT 

IMMEDIATELY.

4. DO NOT SCALE DRAWINGS.

5. VERIFY AND PROVIDE ALL ROUGH-IN DIMENSIONS FOR EQUIPMENT PROVIDED IN THE CONTRACT OR 

IN OTHERS.

6. REPETITIVE FEATURES MAY BE DRAWN ONLY ONCE AND SHALL BE COMPLETELY PROVIDED AS IF 

DRAWN IN FULL.

SYMBOL LEGEND

1

A102

SIM

1

A101

SIM

1 SIM

A102

00
00

00
A

G6

BUILDING SECTION KEY
1

A102

SIM

DRAWING BREAK LINE

G6 1.5

B1

WALL SECTION KEY

SECTION DETAIL KEY

PLAN DETAIL KEY

INTERIOR ELEVATION KEY

BUILDING ELEVATION KEY

DOOR TYPE INDICATOR

PARTITION TYPE INDICATOR

SEE PLAN VIEWS

FIRE RATED PARTITION TYPE INDICATOR

SEE PLAN VIEWS

EXTERIOR ASSEMBLY TYPE INDICATOR

SEE SECTION VIEWS

ROOF TYPE INDICATOR

SEE SECTION VIEWS

R1

C1 CURTAINWALL / STOREFRONT / WINDOW TYPE 

INDICATOR. SEE ELEVATION VIEWS FOR 

CURTAINWALL AND WINDOW, SEE PLAN VIEWS 

AND INTERIOR ELEVATION VIEWS FOR 

STOREFRONT 

1

A102

SIM

XX.X

A101

A101

1

1

XX.X

1 / A112

FLOOR LEVEL NAME

+0'-0"

+0'-0"

DRAWING MATCH LINE

GRID LINE (NUMERICAL DESIGNATION @ 

VERT. COL. LINES)

SPOT ELEVATION

LEVEL ELEVATION

GRID LINE (ALPHABETICAL DESIGNATION @ 

HORIZ. COL. LINES)

EXISTING WALLS

DEMOLISHED WALLS

NEW WALLS

TEMPORARY OR ALTERNATE LOCATION WALLS

NORTH ARROW:

BOLD = PROJECT NORTH

DASHED = TRUE NORTH

INTERIOR RAILING ELEVATION KEYA101

1

SHEET ORGANIZATION DIAGRAM

01 02 03 04 05

06 07 08 09 10

11 12 13 14 15

16 17 18 19 20

SHEET 

BORDER

SHEET GRID

DRAWING CELL

DRAWING 

NUMBER

MATERIALS IN ELEVATION

CONCRETE MASONRY UNIT

GLAZED CONCRETE MASONRY UNIT

GLASS

GYPSUM BOARD

WOOD

2X4 ACOUSTIC PANEL CEILING

DECORATIVE WOOD GRILLE CEILING

MATERIALS IN SECTION

BRICK

CONCRETE

CONCRETE MASONRY UNIT

EARTH

GYPSUM BOARD

PLYWOOD

SAND OR GROUT

SHEATHING

SPRAYED ACOUSTIC CELLULOSIC INSULATION

STEEL

WOOD (FINISH)

SOUND ATTENUATION BATTS

INTERIOR PARTITION TYPES 
GENERAL NOTES
1. REFER TO STRUCTURAL DRAWINGS FOR GROUTING &/OR REINFORCING 

REQUIRED AT ALL MASONRY PARTITIONS.

2. REFER TO FIRE PROTECTION PLANS FOR FIRE RESISTANCE RATINGS 

OF BUILDING'S ELEMENTS.

3. REFER TO WALL SECTIONS FOR ADDITIONAL DIMENSIONS BETWEEN 

GRID LINES, CENTER LINES OF STRUCTURE, SHEATHING & EXTERIOR 

FINISH FACE.

4. PARTITION STRUCTURE DESCRIBES CORE CONSTRUCTION ONLY.  

SUBSTRATE MATERIAL SHALL BE DETERMINED BY FINISH.  SEE A810 

SUMMARY OF FINISHES / MATERIALS FOR FINISH DESCRIPTIONS.

PARTITION TAG DIAGRAM

G6A

PARTITION TYPE

STUD SIZE

DESIGNATOR

FRAMING DEPTH SCHEDULE

- VARIES, REF PLAN DIMENSIONS

0 7/8" FURRING 1x2 FURRING

1 1 5/8" N/A

2 2 1/2" 2x2

3 3 5/8" N/A

4 4" 2x4

6 6" 2x6

1.5 FIRE RATING

TAG # MTL STUD WOOD STUD

DESIGNATOR

A ACOUSTICAL BATT INSULATION

D ADDITIONAL GWB FINISH LAYER

TAG DESCRCIPTION

FIRE RATING:

30 = 30 MIN.

45 = 45 MIN.

60 = 60 MIN.

90 = 90 MIN.

2 = 2 HOUR

3 = 3 HOUR

4 = 4 HOUR

INTERIOR PARTITION TYPES

FINISHED FLOOR

BASE, AS SCHEDULED

NSMF @16"o.c. MAX

REFER TO TYPE FOR SIZE

5/8" GYPSUM WALL BOARD. SUBSTITUTE 

APPROPRIATE BACKER BOARD WHERE 

INDICATED FOR FINISH PANEL.

FINISHED CEILING, SEE RCP

UNDERSIDE OF STRUCTURAL DECK 

DEEP LEG TRACK. DO NOT FASTEN GYP. 

BD. OR STUDS TO TRACK FLANGES

SEE SOUND ATTENUATED HEAD DETAILS

3" SOUND ATTENUATION BLANKET (2.5 

PCF DENSITY MIN.) AT TYPE B#A

B
A

S
E

P
LA

N
H

E
A

D

FINISHED FLOOR

BASE, AS SCHEDULED

NSMF @16"o.c. MAX

REFER TO TYPE FOR SIZE

5/8" GYPSUM WALL BOARD. SUBSTITUTE 

APPROPRIATE BACKER BOARD WHERE 

INDICATED FOR FINISH PANEL.

FINISHED CEILING, SEE RCP

UNDERSIDE OF STRUCTURAL DECK 

DEEP LEG TRACK. DO NOT FASTEN GYP. 

BD. OR STUDS TO TRACK FLANGES

SEE SOUND ATTENUATED HEAD DETAILS

3" SOUND ATTENUATION BLANKET (2.5 

PCF DENSITY MIN.) AT TYPE A#A

B
A

S
E

P
LA

N
H

E
A

D

FINISHED FLOOR

BASE, AS SCHEDULED

NSMF @16"o.c. MAX

5/8" GYPSUM WALL BOARD

FINISHED CEILING, SEE RCP

UNDERSIDE OF STRUCTURAL DECK 

SEE SOUND ATTENUATED HEAD DETAILS

B
A

S
E

P
LA

N
H

E
A

D

A#

STANDARD DRYWALL PARTITION

GYPSUM BOARD, 1 LAYER

MTL. STUD LAYER, VARIES

GYPSUM BOARD, 1 LAYER

USED: A3

A3A

A6A

B# GYPSUM BOARD, 1 LAYER

MTL. STUD LAYER, VARIES

USED: B2

B2A

B3

B3A

E# GYPSUM BOARD, 1 LAYER

HAT CHANNEL, VARIES

USED: E0

                E1

AT EXTERIOR WALLS, 6 MIL 

POLY VAPOR BARRIER

ALTERNATES
ADDITIVE ALTERNATE 01 - ROLLER WINDOW SHADES AT CLASSROOMS

PROVIDE MANUALLY-OPERATED ROLLER WINDOW SHADES AT EXTERIOR WINDOWS OF ALL 

CLASSROOMS. COORDINATE LOCATIONS OF EXTERIOR DOORS, WHICH WILL NOT REQUIRE 

SHADES.

ADDITIVE ALTERNATE 02 - WORK AT CONFERENCE ROOM

REMOVE EXISTING WINDOW SYSTEM AND INSTALL NEW STOREFRONT SYSTEM. INSTALL NEW 

FLOORING, LIGHT FIXTURES, AND PAINT.

ADDITIVE ALTERNATE 03 - WORK AT WORKROOM

INSTALL NEW PLASTIC LAMINATE CASEWORK WITH SOLID SURFACE COUNTERTOP. INSTALL 

NEW RESILIENT FLOORING, LIGHT FIXTURES, SPRAY ACOUSTIC INSULATION, AND PAINT AT 

WALLS AND EXPOSED DUCTWORK.

ADDITIVE ALTERNATE 04 - REPLACE STOREFRONT

REMOVE EXISTING EXTERIOR STOREFRONT WITH SLIDING DOOR. INSTALL NEW FIXED 

STOREFRONT SYSTEM IN EXIST. OPENING. GLAZING BEHIND WINDOW BENCH TO BE 

SPANDREL.
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3

A111

iSTEM

4TH

4TH

4TH

3RD 3RD

3RDSPED

ESL

READING 

SPECIALIST

GYMNASIUM

AUDITORIUM MUSIC

COURTYARD RECEPTION

LIBRARY

CONFERENCE

WORK 

ROOM

KITCHEN

2ND 2ND

2ND 2ND 1ST

1ST

K

K

K1STPRE-K

PRE-KFACULTY 

ROOM

BOOK 

BUDDIES

ART

SCHOOL 

COUNSELOR

SPEECH

INST. 

COACH

COURTYARD

STAIRS TO 

LOFT/ 

MEZZANINE

A712 68

A7126 8A7126

A712 6
A712 6

A7126 8 8

8
8

A712 7

8

A712 7

A712 7

A712 7

8

8

8

A7126 8

A7128 6A7128 6

A712

10

11

A712

10

11

A71211

10

A712

11

10

7
7

7

7 7 7

7

A7126 8

7

A7126 8

7

7 7

6

6

6

6

A712

10

11

MECH

ROOM

9

THESE ROOMS INCLUDED IN 

SCOPE OF ADD. ALT. 01. WINDOWS 

IN THESE CLASSROOMS ASSUMED 

TO BE 3'-4" x 8'-9 1/2", V.I.F.

MAIN ENTRANCE

999

9
9

9

9

9

9

9 9

999

THESE ROOMS INCLUDED IN 

SCOPE OF ADD. ALT. 01. WINDOWS 

IN THESE CLASSROOMS ASSUMED 

TO BE 3'-4" x 8'-9 1/2", V.I.F.

THIS ROOM INCLUDED IN SCOPE OF 

ADD. ALT. 01. WINDOW ASSUMED TO 

BE 8'-2" x 2'-5 1/2", V.I.F.

THIS ROOM INCLUDED IN SCOPE OF 

ADD. ALT. 01. WINDOW ASSUMED TO 

BE 12'-4" x 2'-5 1/2", V.I.F.

THESE ROOMS INCLUDED IN 

SCOPE OF ADD. ALT. 01. 

WINDOWS IN THESE ROOMS 

ASSUMED TO BE 8'-1" x 6'-9", 

V.I.F.

A714

2

CLINIC PRINCIPAL

YMCA

LAUNDRY

CUST. 

OFFICE

STORAGE

STORAGE

LOFT

0
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KEY PLANS

A110

CHARLOTTESVILLE CITY SCHOOLS

1/16" = 1'-0"A601 A110

1 LEVEL 1 KEY PLAN
1/16" = 1'-0"A110

2 LEVEL 0 KEY PLAN

1/16" = 1'-0"A601 A110

3 LEVEL 2 KEY PLAN
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ALIGN

ALIGN

FLOOR PLAN GENERAL NOTES

1. IF INDICATED IN SPECIFICATIONS PROVIDE BULLNOSED CMU AT ALL 

INTERIOR EXPOSED OUTSIDE CORNERS UNLESS OTHERWISE NOTED.

2. LOCATE ROUGH OPENINGS FOR DOORS 4" FROM INSIDE FACE OF 

INTERSECTING WALL UNLESS OTHERWISE NOTED.

3. REFER TO LIFE SAFETY PLANS FOR ADDITIONAL RATED CONSTRUCTION 

INFORMATION.

4. ALL DIMENSIONS ARE TO FINISH FACE OF WALL, MASONRY OPENING, AND 

OUTSIDE EDGE OF DOOR FRAME (NOMINAL), U.N.O.

5. PROVIDE ACCESS PANELS / DOORS IN PARTITIONS AT ALL LOCATIONS 

REQUIRING ACCESS.  PANELS SHALL MAINTAIN FIRE RATING.

6. PROVIDE WOOD BLOCKING OR 18 GAUGE METAL STRAPPING BEHIND 

G.W.B. WHERE REQUIRED TO SUPPORT FIXTURES OR EQUIPMENT 

PROVIDED IN THE CONTRACT OR BY OTHERS.

7. WHERE METAL FRAMING REQUIRES SUPPORT AT COLUMNS & BEAMS, 

PROVIDE METAL STAND-OFFS PRIOR TO APPLYING FIREPROOFING.

8. ALL INTERIOR PARTITIONS ARE TYPE A3A U.N.O. SEE A001 FOR PARTITION 

TYPES.

9. SEE SHEET A001 FOR PARTITION TYPES.

10. DIMENSIONS ARE TO FINISHED FACE OF PARTITION TYPE AS DEFINED ON 

SHEET A001.  FINISH TYPES (TILE, WOOD PANELING, WAINSCOT, WALL 

COVERINGS, ETC.) ARE NOT INCLUDED.

11. SEE INTERIOR ELEVATION SHEETS A700's FOR INTERIOR FRAME TYPE 

TAGS. 

12. ASSUME THAT BASE CONDITION AT CUSTOM MILLWORK BENCH AND 

CIRCULATION DESK TO BE SOLID WOOD. 

13. PROVIDE ROLLER SHADES FOR FULL COVERAGE AT ALL ALUM. 

STOREFRONT SYSTEMS (GLARE PROTECTION AT EXTERIOR AND 

VISIBILITY CONTROL AT INTERIOR). SEE ELEVATION SHEETS A700'S FOR 

FULL EXTENT OF SCOPE.

14. PAINT AT WALLS INSIDE LIBRARY AND ALL ROOMS ACCESSED FROM 

LIBRARY TO BE INCLUDED IN THIS CONTRACT. PAINT IN CORRIDORS AND 

OTHER SPACES IN SCHOOL TO BE HANDLED BY OTHERS U.N.O.

15. PROVIDE CORNER GUARDS AT ALL OUTSIDE CORNERS OF WALLS FRAMED 

WITH METAL OR WOOD STUDS.

PARTITION TAG DIAGRAM

G6A

PARTITION TYPE

STUD SIZE

DESIGNATOR

FRAMING DEPTH SCHEDULE

- VARIES, REF PLAN DIMENSIONS

0 7/8" FURRING 1x2 FURRING

1 1 5/8" N/A

2 2 1/2" 2x2

3 3 5/8" N/A

4 4" 2x4

6 6" 2x6

1.5 FIRE RATING

TAG # MTL STUD WOOD STUD

DESIGNATOR

A ACOUSTICAL BATT INSULATION

D ADDITIONAL GWB FINISH LAYER

TAG DESCRCIPTION

FIRE RATING:

30 = 30 MIN.

45 = 45 MIN.

60 = 60 MIN.

90 = 90 MIN.

2 = 2 HOUR

3 = 3 HOUR

4 = 4 HOUR

A711

1

A712

5

A712

2

A7121

6'
-1

0"

A7123 2

3

4

A711

8

69

A711

5

B2B2

B2B2

B3

B3B3

B3A

B2AB2A

B3B3

B2B2

E0E0B2

ADDITIVE ALTERNATE 02

ADDITIVE ALTERNATE 03

ADDITIVE 

ALTERNATE 04

WORKROOM

001A

CONFERENCE

001B

LIBRARY

001

001-1

00
1-

2

001A-1

001-3

CUSTOM MILLWORK CIRCULATION 

DESK AND WORKSTATION

1'
-4

"

5'-10"

EXIST. SKYLIGHT 

ABOVE

EXIST. SKYLIGHT ABOVE

EXIST. SKYLIGHT ABOVE

EXIST. STRUCT. 

ABOVE

EXIST. STRUCT. 

ABOVE

15
'-0

"

M
IN

.

4'
-0

"

12

A960

WOOD BENCH

UP E0 B2

B2

NEW CMU 

LINTEL AT 

OPNG.

1

A601

4'
-0

" 16

A713

15

A713

INFILL OPNG. W/ 

MASONRY OF 

DEPTH TO 

MATCH EXIST.

DN

INFILL OPNG. W/ 

METAL STUD

PARTITION

E0E0

E1

B2

A711

7

A711

7

001B-1

A7124

1

A960 1'
-6

"

DN

NEW HANDRAILS AT 

EXIST. STAIR

NEW GUARDRAIL AT EXIST. 

STAIR AND MEZZANINE 

STRINGER

LOFT

001C

OPEN TO BELOW

A7124

MULLION

ALIGN W/
VERTICAL E.O.

8'
-0

"

ADDITIVE ALTERNATE 04

REMOVE EXIST. WINDOW 

SYSTEM AND INFILL WALL

PRESUMED VINYL ASBESTOS 

TILE TO BE ABATED UNDER 

SEPARATE CONTRACT

REMOVE EXIST. 

FLOORING (ADD 

ALT 02)

ADDITIVE ALTERNATE 02

ADDITIVE 

ALTERNATE 03

D-03

D-02

D-07D-19D-15

D-03

D-11D-11
D-12

D-13D-13

D-11

D-10

D-01

D-07

D-09D-09

D-04D-04

D-04D-04

D-09D-09

D-01

D-05D-05

D-08D-08

D-05D-05

D-21

0
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DEMOLITION AND FLOOR
PLANS - LEVEL 1 AND
MEZZANINE

A111

CHARLOTTESVILLE CITY SCHOOLS

KEYNOTES

D-01 REMOVING EXIST. FLOORING. PREPARE SUBFLOOR TO
RECEIVE NEW FINISHES. SEE FINISH SCHEDULE FOR
ADDITIONAL INFORMATION.

D-02 REMOVE CMU WALL FULL-HEIGHT TO UNDERSIDE OF DECK.

D-03 REMOVE PORTION OF CMU WALL UP TO 8'-0" A.F.F.

D-04 REMOVE EXIST. GWB WALL ON WOOD STUDS.

D-05 REMOVE EXIST. WOOD RAILING HANDRAILS AND
ANCHORAGES, PATCH WALL. EXISTING STRINGERS TO
REMAIN. CUT PICKETS OF GUARDRAIL AT CONNECTION TO
STRINGER AND GRIND AN EXCESS SO THAT TOP OF
STRINGER IS SMOOTH.

D-07 REMOVE EXIST. DOOR FRAME, PANEL, AND ALL ASSOCIATED
HARDWARE. PATCH WALLS WITH LIKE MATERIALS.

D-08 REMOVE EXIST. STOREFRONT SYSTEM. PREPARE OPENING
TO RECEIVE NEW STOREFRONT.

D-09 REMOVE EXIST. WOOD-FRAMED WINDOW SYSTEM IN ITS
ENTIRETY.

D-10 REMOVE EXIST. FIXED BOOKSHELVES.

D-11 REMOVE EXIST. BASE CABINETS AND COUNTER TOP. AT
EXIST. WALLS TO REMAIN, PREPARE WALL TO RECEIVE NEW
FINISHES.

D-13 SALVAGE EXIST. STORAGE SHELVES FOR RELOCATION BY
OWNER. COORDINATE STORAGE LOCATION WITH OWNER
STAFF.

D-15 REMOVE SINK, CAP PIPING AT SLAB.

D-19 REMOVE ONE LITE OF WOOD-FRAMED WINDOW SYSTEM.
CLEANLY CUT HORIZONTAL FRAMES AND SAND ANY
SPLINTERING.

D-21 SALVAGE EXIST. CABINET UNITS AND RE-INSTALL IN SAME
PLACE AFTER FINISHES WORK IS COMPLETE.

1/8" = 1'-0"A110 A111

3 FLOOR PLAN - LEVEL 1
1/8" = 1'-0"A601 A111

4 FLOOR PLAN - MEZZANINE

1/8" = 1'-0"A601 A111

1 DEMOLITION PLAN - LEVEL 1
1/8" = 1'-0"A601 A111

2 DEMOLITION PLAN - MEZZANINE
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A
LI

G
N

A
LI

G
N

REFLECTED CEILING PLAN 
GENERAL NOTES
1. CEILING HEIGHTS ARE MEASURED FROM FINISHED FLOOR.

2. REFER TO REFLECTED CEILING PLANS FOR GRID LAYOUTS AND FIXTURE 

LOCATIONS & COORDINATE WITH MEP.  IN CASE OF CONFLICT, CONSULT 

ARCHITECT.  SEE ELECTRICAL FOR SPECIFIC LIGHT FIXTURE TYPE 

DESIGNATION.

3. PAINT ALL STRUCTURE AND INFRASTRUCTURE COMPONENTS AND 

SURFACES AT OPEN OR EXPOSED CEILINGS.

4. SPRINKLER PIPING SHALL REMAIN.

5. ALL SUSPENDED ACOUSTICAL TILE CEILINGS SHALL BE CENTERED IN 

EACH ROOM PER THE REFLECTED CEILING PLAN U.N.O.

6. CENTER SPRINKLER HEADS, MECHANICAL AIR DEVICES, LIGHT FIXTURES 

AND OTHER ELECTRICAL DEVICES IN ACOUSTICAL CEILING PANELS, U.N.O.

7. LOCATE M.E.P. COMPONENTS REQUIRING ACCESS AT ACCESSIBLE 

CEILING AREAS TO THE GREATEST EXTENT POSSIBLE. WHERE CEILINGS 

ARE INACCESSIBLE, PROVIDE ACCESS PANELS.

8. SOME M.E.P. COMPONENTS, ELECTRICAL DEVICES AND PLUMBING 

DEVICES MAY NOT BE SHOWN. REFER TO M.E.P. DRAWINGS.

9. PROVIDE VERTICAL GYP. BD. AT ALL CEILING HEIGHT TRANSITIONS, U.N.O.

SDG-1
+8' - 4"

NEW DECORATIVE WOOD GRILLE 

CEILING W/ NEW LIGHTING, SPRAY-

APPLIED ACOUSTIC INSULATION AT 

EXPOSED DECK ABOVE

28'-6"

NEW SUSPENDED ACOUSTIC PANEL 

CEILING WITH NEW LIGHTING

EXIST. SKYLIGHT

NEW RECESSED LIGHT FIXTURE IN 

EXIST. CLG.

NEW LINEAR PENDANT 

LIGHT FIXTURE, TYP.

7'-9"
GWB-1
+7' - 4"

GWB-1
+7' - 4"

NEW G.W.B. SOFFIT

GWB-1
+8' - 0"

ADDITIVE ALTERNATE 03

ADDITIVE ALTERNATE 03

APC-1
+12' - 0"

5

A211

6

A211

NEW LIGHTING IN 

NEW CEILING, 

COORD. WITH EXIST. 

SPRINKLER AND 

DUCTWORK LAYOUT

2'-7 1/2"

NEW LINTEL, SEE STRUCT.

TYP.
8"

ADDITIVE 

ALTERNATE 04

APC-1
+7' - 6"

EXIST. SKYLIGHT

TO REMAIN

EXIST. GYP BD

SOFFIT TO REMAIN

NOTE: CEILING ABOVE 

CONTINUES BEHIND 

SUSPENDED GYPSUM CEILING

COORDINATE SUSPENDED WOOD CEILING 

WITH EXISTING DUCT RISERS (NOT SHOWN).

PNT-4

NEW SDG CEILING TO CONCEAL PIPING

EXIST. CEILING TO REMAIN

OPEN TO 

ABOVE

COORD. LOCATION OF 

LIGHT FIXTURES W/ 

EXIST. DUCTWORK

SPRAY-APLIED CELLULOSIC 

INSULATION AT EXPOSED 

ROOF DECK THIS AREA

1'
-1

"

1'
-1

"

1'-1"

SDG-1
+8' - 8"

A6A

12 2200

CURTAINS AND DRAPES

2

APC-1
+7' - 7"NEW LIGHTING IN NEW 

CEILING, COORD. WITH 

EXIST. SPRINKLER AND 

DUCTWORK LAYOUT

EXIST. SUSPENDED GYP 

CEILING TO REMAIN

ADDITIVE ALTERNATE 03

PROVIDE SPRAY-APPLIED ACOUSTIC MATERIAL AT UNDERSIDE OF EXISTING ROOF DECK AND 

PAINT ALL EXPOSED STRUCTURE, DUCTWORK AND OTHER EXPOSED ELEMENTS PNT-3; BASE BID 

CONDITION IS NO WORK AT THIS CEILING. 

D-14

D-18

D-16D-16

D-17

D-14

D-20

EXIST. LOUVER SUNSHADE 

TO REMAIN D-14

B.O.D. - ORIGINAL LIBRARY
10' - 4"

8' - 0"

REMOVE EXIST. SHEET ROCK 

AND EXTEND G.W.B. TO TOP OF 

BULKHEAD

EXIST. G.W.B. BULKHEAD

EXIST. G.W.B. CEILING

ALIGN W/ 

BULKHEAD BEYOND

METAL STUD FRAM'G, 16" O.C.

EXISTING CLERESTORY 

RIBBON WINDOW TO REMAIN 

J-BEAD

B.O.D. - ORIGINAL LIBRARY
10' - 4"

8"

G.W.B. 

METAL STUD FRAM'G, 16" O.C.

8' - 0"

DECORATIVE WOOD GRILLE 

CEILING SYSTEM

EDGE OF CMU WALL BEYOND

NSMF KICKERS 48" O.C. MAX.

REMOVE EXIST. SHEET ROCK 

AND EXTEND G.W.B. TO TOP 

OF BULKHEAD

2'
-7

" 
V

.I.
F

.

0
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DEMOLITION AND
REFLECTED CEILING
PLAN - LEVEL 1 AND
MEZZANINE

A211

CHARLOTTESVILLE CITY SCHOOLS

1/8" = 1'-0"A601 A211

3 REFLECTED CEILING PLAN - LEVEL 1
1/8" = 1'-0"A601 A211

4 REFLECTED CEILING PLAN - MEZZANINE

1/8" = 1'-0"A211

1 CEILING DEMOLITION PLAN - LEVEL 1
1/8" = 1'-0"A601 A211

2 CEILING DEMOLITION PLAN - MEZZANINE

KEYNOTES

12 2200 CURTAINS AND DRAPES

D-14 REMOVE EXIST. SUSPENDED ACOUSTIC CEILING TILE AND
GRID IN ITS ENTIRETY. PROTECT EXIST. ELEMENTS ABOVE
CEILING TO REMAIN.

D-16 REMOVE EXIST. LIGHT FIXTURE.

D-17 DEMOLISH EXIST. LIGHT FIXTURE. PATCH, REPAIR, AND
PREPARE GWB CEILING FOR NEW FINISHES. SEE ELECTRICAL
DRAWINGS FOR ADDITIONAL INFORMATION.

D-18 REMOVE EXIST. CEILING FAN.

D-20 CAREFULLY REMOVE AND SALVAGE EXIST. LIBRARY SIGNAGE.

1 1/2" = 1'-0"A121 A211

5 DETAIL AT BULKHEAD
1 1/2" = 1'-0"A211 A211

6 DETAIL AT BULKHEAD
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LEVEL 1
0' - 0"

1 1/2" O.D. HANDRAIL AND 5/8" x 1 1/2" RECT. BAR POSTS 

W/ HIGH-PERF. COATING., PAINT PNT-4. AT RETURNS TO 

FLOOR, KEEP RADIUS AS TIGHT AS POSSIBLE

FLOORING AS SCHED.

CONCRETE RAMP, SEE 

STRUCT.

09 9600

HIGH-PERFORMANCE COATINGS
4

A601

WALL BRACKET

1'-0" 10'-0" V.I.F. 1'-0"

EQ EQ EQ

2'
-1

0"

1:12

LEVEL 1
0' - 0"

1'-0" 10'-0" V.I.F. 1'-0"

1:12

1 1/2" O.D. HANDRAIL AND 5/8" x 1 1/2" RECT. BAR POSTS W/ HIGH-

PERF. COATING., PAINT PNT-4. CORE-DRILL POSTS TO RAMP. AT 

RETURNS TO FLOOR, KEEP RADIUS AS TIGHT AS POSSIBLE.

CONCRETE RAMP, 

SEE STRUCT.

FLOORING AS SCHED.

4

A601

2'
-1

0"

LEVEL 1
0' - 0"

MEZZANINE
8' - 7 5/8"

3'-6"

8"
2'

-1
0"

NEW TILE CARPETING AT STAIR TREADS 

AND RISERS W/ RUBBER NOSING, ANGLE 

OF NOSING V.I.F.

5/8" x 2" RECT. BAR GUARDRAIL AND 

POSTS W/ HIGH-PERFORMANCE COATING., 

PAINT PNT-3, MOUNT POSTS TO STRINGER

1 1/2" O.D. HANDRAIL W/ HIGH-PERF. COATING., PAINT 

PNT-4, MOUNT POSTS TO FLOOR. AT RETURNS TO 

FLOOR, KEEP RADIUS AS TIGHT AS POSSIBLE.

1'-3" V.I.F. 5"
 V

.I.
F

.

09 9600

HIGH-PERFORMANCE COATINGS

1 1/2" O.D. HANDRAIL WITH HIGH 

PERFORMANCE COATING, PAINT PNT-4 , 

AT RETURNS TO FLOOR, KEEP RADIUS AS 

TIGHT AS POSSIBLE.

14'-10"

1'-0"

1'-0"

2'
-1

0"

LEVEL 1
0' - 0"

MEZZANINE
8' - 7 5/8"

NEW TILE CARPETING W/ RUBBER 

NOSING AT STAIR TREADS AND 

RISERS

1 1/2" O.D. HANDRAIL W/ HIGH-PERF. 

COATING., PAINT PNT-4, MOUNT TO 

WALL. AT RETURNS TO FLOOR, KEEP 

RADIUS AS TIGHT AS POSSIBLE.

1 1/2" O.D. HANDRAIL W/ HIGH-PERF. 

COATING., PAINT PNT-4, RETURN TO 

FLOOR AND KEEP RADIUS AS TIGHT AS 

POSSIBLE.

1'-3" V.I.F.

5"
 V

.I.
F

.

1'-0"

2'
-1

0"

2'
-1

0"

2'-6" 1'-0"

1'-0"

A711

8

6

3

A601

11

A960

6

A601

2

A601

5

A601

4" 1'-3" 5"

-0' - 10" +/- V.I.F.

0' - 0"

0' - 0" -0' - 5"

RAMP WIDTH

3'-6"
7'-0"

9'-0"

2'-0" 4'-8 3/8"

4'
-0

 1
/2

"
2'

-7
 1

/4
"

10
'-0

"

1'
-4

"

06 4113

WOOD-VENEER-FACED ARCHITECTURAL

CABINETS

05 7311

DECORATIVE METAL RAILINGS

05 7311

DECORATIVE METAL RAILINGS

09 6513

RESILIENT BASE AND ACCESSORIES

RUBBER NOSING, TYP. ALL STAIR TREADS

09 6813

TILE CARPETING

TYP. ALL STAIR TREADS AND RISERS

8'
-0

"

VERTICAL SURFACE UNDER BENCH

EXIST. STEP

4

A713

5

A713

4

A601

09 6813

TILE CARPETING

-0' - 10"

POSTS CORE-DRILLED INTO RAMP

HANDRAILS
3'-0" CLR. BET.

1'-1 1/2"

LEVEL 1
0' - 0"

3

A601

5

A601

2'
-1

0"

B2

FLOORING AS SCHED., WRAP 

EXPOSED SIDES

CONCRETE RAMP, SEE 

STRUCT.

NEW METAL HANDRAILS

0

VMDO Project Number
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3/4" = 1'-0"A101 A601

3 LONGITUDINAL SECTION AT RAMP

3/4" = 1'-0"A101 A601

5 LONGITUDINAL SECTION AT RAMP

3/4" = 1'-0"A101 A601

2 LONGITUDINAL SECTION AT STAIRS

3/4" = 1'-0"A101 A601

6 LONGITUDINAL SECTION AT STAIRS

1/2" = 1'-0"A111 A601

1 ENLARGED PLAN AT RAMP

3/4" = 1'-0"A601 A601

4 TRANSVERSE SECTION AT RAMP
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ALIGN

INTERIOR ELEVATION 
GENERAL NOTES
1. CERTAIN ELEMENTS MAY NOT BE SHOWN IN INTERIOR ELEVATIONS.  

REFER TO COMPLETE DOCUMENT SET FOR INFORMATION ON 

MECHANICAL, ELECTRICAL & PLUMBING ITEMS, ETC.

2. SEE SHEET A811 FOR LIBRARY SHELVING ELEVATIONS.

3. ALL ROLLER WINDOW SHADES IN LIBRARY SUITE ARE INCLUDED 

IN BASE BID, NOT ADDITIVE ALTERNATE 01.

LEVEL 1
0' - 0"

00
1-

2

N-03 N-02

9

A713

11

A713

10

A713

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

13

A713

14

A713

12

A713

RS-1M RS-1M

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

BLKG., COORDINATE W/ MANUF. 

CASEWORK REQ'S

MANUF. CASEWORK, O.F.O.I.MANUF. CASEWORK, O.F.O.I.

8'
-8

" 
P

A
IN

T
 L

IN
E

PNT-3PNT-3

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

7'
-0

"

10 2600

WALL AND DOOR PROTECTION

09 6513

RESILIENT BASE AND ACCESSORIES

LEVEL 1
0' - 0"

SMART TV, O.F.O.I.

00
1-

1

N-01

12

A960

RS-1M

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS
MANUFACTURED CASEWORK, 

O.F.O.I.

BLKG., COORDINATE W/ O.F.O.I. 

TV MOUNTING BRACKET

ELEC. OUTLET FOR TV. REF. ELEC. 

DRAWINGS. NOTE THAT ALL ELEC. 

OUTLETS MAY NOT BE SHOWN

BLKG., COORDINATE W/ MANUF. 

CASEWORK REQ'S

8'
-8

" 
P

A
IN

T
 L

IN
E

PNT-3 PNT-2

09 6513

RESILIENT BASE AND ACCESSORIES

10 2600

WALL AND DOOR PROTECTION

7'
-0

"

LEVEL 1
0' - 0"

FOR ELEVATIONS OF 

THIS AREA, SEE /8 A711

12

A960

3

A601

5

A601

ADD. ALT. 04 

RS-1M

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

INCLUDED IN BASE BID

MANUF. CASEWORK SHELVING AND 

SEAT CUSHION, O.F.O.I.

8'
-8

"

09 6513

RESILIENT BASE AND ACCESSORIES

7'
-0

"

10 2600

WALL AND DOOR PROTECTION

09 9600

HIGH-PERFORMANCE COATINGS

PAINT COLOR PNT-3

S-02

EXISTING ALUM STOREFRONT SYSTEM TO 

REMAIN IN BASE BID. REMOVE AND DISCARD 

EXISTING EXPANDED METAL  EXTERIOR 

SUNSCREENS. BURNISH AND CLEAN EXISTING 

ALUM COMPONENTS. 

LEVEL 1
0' - 0"

N-04

00
1A

-1

14'-3" V.I.F.

W/ WATERFALL EDGE

6

A211

S
E

E
 S

C
H

E
D

.
D

R
. H

E
IG

H
T

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

10 1100

VISUAL DISPLAY UNITS

SEE SCHED.
DR. WIDTH

EQ EQ EQ

SEE SHEET A960 FOR CIRCULATION 

DESK DETAILS

4'
-0

"
3'

-0
 1

/8
"

6'-0"

EQ EQ

12 3661

SOLID SURFACING COUNTERTOPS

TS-2

6

A713

7

A713

8

A713

PNT-5PNT-5

PNT-3 ALL SIDES OF EXIST. COLUMN

PNT-3 PNT-3PNT-3

8'
-8

" 
P

A
IN

T
 L

IN
E

06 4023

INTERIOR ARCHITECTURAL WOODWORK

09 6513

RESILIENT BASE AND ACCESSORIES

09 9600

HIGH-PERFORMANCE COATINGS

STRUCTURAL GLAZING SYSTEM

ILG-01 ILG-01 ILG-01

LEVEL 1
0' - 0"

2'
-6

"

SEE DETAILS ON A960

FOR CIRCULATION DESK

12 3661

SOLID SURFACING COUNTERTOPS

TS-2

4'
-0

"

10'-0"

EQEQ

PNT-5PNT-3

8'
-8

" 
P

A
IN

T
 L

IN
E

06 4113

WOOD-VENEER-FACED ARCHITECTURAL

CABINETS

10 1100

VISUAL DISPLAY UNITS

09 6513

RESILIENT BASE AND ACCESSORIES

LEVEL 1
0' - 0"

12'-7" V.I.F.

11
'-0

" 
V

.I.
F

.

S-01

00
1-

3

10
"

6

A211

SEE SCHED.
DR. WIDTH

D
R

. H
E

IG
H

T
, S

E
E

 S
C

H
E

D
.

EQ. EQ. EQ.

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

3

A713

4

A713

5

A713

RS-1M

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

PNT-3 PNT-3

IGU-01IGU-01

IGU-01IGU-01IGU-01

09 6513

RESILIENT BASE AND ACCESSORIES09 6513

RESILIENT BASE AND ACCESSORIES

ALL (4) SIDES OF THIS VOLUME

IGU-01IGU-01

5'
-2

"
1'

-1
1"

FOR ELEVATION OF 

THIS AREA, SEE

/2 A711

LEVEL 1
0' - 0"

MEZZANINE
8' - 7 5/8"

EXIST. STAIR TO REMAIN

05 7311

DECORATIVE METAL RAILINGS

2'
-0

"
4'

-0
"

6'-0"

EQEQ

TS-2
EXIST. CONSOLE HEAT 

PUMP TO REMAIN

10 1100

VISUAL DISPLAY UNITS

05 7311

DECORATIVE METAL RAILINGS

1'-0"

09 6513

RESILIENT BASE AND ACCESSORIES

PNT-2

PNT-5

W/ HIGH-PERFORMANCE COATING

09 6513

RESILIENT BASE AND ACCESSORIES

10 2600

WALL AND DOOR PROTECTION

8"
5'

-0
"

BP-1

10 1100

VISUAL DISPLAY UNITS
LEGO BASEPLATE, 15" SQUARE TYP.

LEVEL 1
0' - 0"

MEZZANINE
8' - 7 5/8"

N-05

WITH RUBBER NOSING AT STAIR TREADS 

AND RISERS

05 7311

DECORATIVE METAL RAILINGS

05 7311

DECORATIVE METAL RAILINGS

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

09 6813

TILE CARPETING

NEW PTD. STEEL GUARDRAIL ON 

EXIST. STEEL STRINGER, PAINT PNT-3

SEE SCHED.
DR. WIDTH

D
R

. H
E

IG
H

T
, S

E
E

 S
C

H
E

D
.

3'
-6

"

17

A713

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)
09 6513

RESILIENT BASE AND ACCESSORIES

12'-6 1/2"

N-06

EQ EQ EQ EQ

STRUCTURAL GLAZING SYSTEM

PNT-5

ILG-01 ILG-01 ILG-01 ILG-01

STOREFRONT GENERAL NOTES
1. VERIFY ALL DIMENSIONS IN FIELD PRIOR TO FABRICATION.

2. SEE SPECIFICATIONS FOR GLASS TYPES.

3. DIMS SHOWN ARE NOMINAL AND/OR ROUGH OPENINGS. 

CONTRACTOR TO ACCOUNT FOR JOINTS, SHIMS, SEALANT, ETC.

4. CONTRACTOR RESPONSIBLE TO COORDINATE ALL ALUMINUM 

FRAMES WITH ALL RELEVANT DETAILS DEPICTED THROUGHOUT 

DRAWINGS.

5. COORDINATE ALL ALUMINUM FRAMES WITH SPECIFICATION 

REQUIREMENTS, INCLUDING BUT NOT LIMITED TO PROVIDING 

ENGINEERING TO VERIFY WIND LOADING CRITERIA IS MET IN ALL 

CASES.  SEE STRUCTURAL DRAWINGS.

6. ALUMINUM FRAME DRAWINGS REPRESENT DESIGN INTENT. SHOP 

DRAWINGS ARE REQUIRED PRIOR TO FABRICATION.

7. NO FRAMES SHALL BE DELIVERED OR INSTALLED PRIOR TO 

APPROVED SUBMITTALS WHICH INCLUDE ENGINEERING DATA AND 

SHOP DRAWINGS BASED ON MEASUREMENTS VERIFIED IN FIELD.

8. SOME FRAME TYPES ARE REPEATED AS SIMILAR OR OPPOSITE HAND. 

SEE ELEVATIONS FOR QUANTITIES, LOCATIONS, AND INSTALLATION.

9. COORDINATE ALL HARDWARE WITH DOOR SCHEDULE AND 

SPECIFICATIONS.

10. SEE DOOR SCHEDULE FOR TYPICAL DOOR TYPES, WHICH INCLUDE 

ALUMINUM DOORS INSTALLED IN ALUMINUM FRAMES.

11. SEE DOOR SCHEDULE FOR TYPES AND DETAILS OF DOORS IN 

ALUMINUM STOREFRONT FRAMES. 

12. JOINTS SHOWN IN ELEVATION BETWEEN STOREFRONT MEMBERS ARE 

NOT INTENDED TO SHOW ACTUAL JOINT LOCATIONS.

13. FRAME TYPES, AS DEPICTED, REFLECT THE EXTERIOR CONDITION OF 

THE FRAME.

14. DIMENSIONS ARE PROVIDED FOR DESIGN INTENT ONLY. INSTALLER 

SHALL FIELD VERIFY ALL OPENINGS PRIOR TO FABRICATION OF 

STOREFRONT ASSEMBLIES AND SHALL ALLOW FOR SHIM SPACES, 

JOINTS, SEALANT, ETC. AS REQUIRED.

15. MAINTAIN 1" CLEAR AIR SPACE AT INSIDE FACE OF ALL SPANDREL 

PANELS & BATT INSULATION.

16. U.N.O. ALL GLAZING TO BE GL-01.   

17. PROVIDE MANUALLY-OPERATED ROLLER SHADES AT LOCATIONS 

INDICATED.

18. U.N.O. FILL SHIM SPACE AT SF/CW & R.O. WITH LOW-DENSITY 

DETAILING FOAM.

19. SHADES COVER FULL HEIGHT OF GLAZING, U.N.O.

20. ALIGN JOINTS IN SHADE FABRIC WITH MAJOR VERTICAL MULLIONS, 

TYP.

21. ROLLER-SHADES SHALL COVER OPERABLE SASH WITHOUT 

INTERRUPTION.  PROVIDE INDIVIDUAL DOOR-MOUNTED ROLLER 

SHADES AT DOOR GLAZING.

22. ROLLER SHADES NOT REQUIRED BEHIND SPANDREL GLASS.

GLAZING TYPES
GL-01 1/4" MONOLITHIC CLEAR FULLY TEMPERED FLOAT GLASS; 

TYPICAL GLAZING FOR INTERIOR USE

ILG-01 1" CLEAR LAMINATED INTERIOR ACOUSTIC GLASS UNIT; 

FOR INTERIOR USE

IGU-01 1" LOW-E COATED, CLEAR INSULATING GLASS

IGU-02 1" LOW-E COATED, INSULATING SPANDREL GLASS 

LEVEL 1
0' - 0"

TS-1

4'
-0

"
2'

-0
"

2'-6"

10 1100

VISUAL DISPLAY UNITS

09 6513

RESILIENT BASE AND ACCESSORIES

PNT-3

0

VMDO Project Number
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KEYNOTES

05 7311 DECORATIVE METAL RAILINGS

06 4023 INTERIOR ARCHITECTURAL WOODWORK

06 4113 WOOD-VENEER-FACED ARCHITECTURAL CABINETS

08 4113 ALUMINUM-FRAMED ENTRANCES AND STOREFRONTS

09 6513 RESILIENT BASE AND ACCESSORIES

09 6813 TILE CARPETING

09 9600 HIGH-PERFORMANCE COATINGS

10 1100 VISUAL DISPLAY UNITS

10 2600 WALL AND DOOR PROTECTION

12 2413 ROLLER WINDOW SHADES (WALL-MOUNTED)

12 3661 SOLID SURFACING COUNTERTOPS

1/4" = 1'-0"A111 A711

1 STACKS AREA - NORTH WALL
1/4" = 1'-0"A111 A711

2 STACK AREA - EAST WALL

1/4" = 1'-0"A111 A711

3 STACKS AREA - SOUTH WALL
1/4" = 1'-0"A111 A711

4 STACKS AREA - WEST WALL

1/4" = 1'-0"A111 A711

5 CIRCULATION DESK - NORTH WALL
1/4" = 1'-0"A101 A711

6 READING AREA - EAST WALL

1/4" = 1'-0"A101 A711

8 READING AREA - SOUTH WALL
1/4" = 1'-0"A101 A711

9 READING AREA - WEST WALL

1/4" = 1'-0"A111 A711

7 STACKS AREA - SHORT SIDE OF PYLON
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INTERIOR ELEVATION 
GENERAL NOTES
1. CERTAIN ELEMENTS MAY NOT BE SHOWN IN INTERIOR ELEVATIONS.  

REFER TO COMPLETE DOCUMENT SET FOR INFORMATION ON 

MECHANICAL, ELECTRICAL & PLUMBING ITEMS, ETC.

2. SEE SHEET A811 FOR LIBRARY SHELVING ELEVATIONS.

3. ALL ROLLER WINDOW SHADES IN LIBRARY SUITE ARE INCLUDED 

IN BASE BID, NOT ADDITIVE ALTERNATE 01.

LEVEL 1
0' - 0"

B.O.D. - ORIGINAL LIBRARY
10' - 4"

7'
-4

"
1'

-4
"

5'-4 1/2" 1'-4"

N-01

DIMENSIONAL LETTER 

SIGNAGE, BY OTHERS

EXIST. METAL DOOR AND SECURITY 

GRILLE TO REMAIN, PAINTED BY OTHERS

EXIST. DISPLAY CASE TO 

REMAIN

00
1-

1

2'
-0

"

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

10 2600

WALL AND DOOR PROTECTION

PNT-4PNT-4 PNT-4

EXIST. GLAZED MASONRY 

BLOCK TO REMAIN

EXIST. CMU TO REMAIN (PNT-1 BY OTHERS)

PNT-4

7'
-0

"

09 6513

RESILIENT BASE AND ACCESSORIES

EXISTING EXTERIOR STOREFRONT

SYSTEM TO REMAIN

EXISTING DOOR AND FRAME TO BE REMOVED 

AND OPNG. FILLED WITH NEW CMU.

LEVEL 1
0' - 0"

5'-4 1/2"

7'
-4

"

N-03N-02

3'-10" V.I.F.

7'
-4

" 
V

.I.
F

.

DIMENSIONAL LETTER 

SIGNAGE, BY OTHERS

2'
-0

"

SEE SCHED.
DR. WIDTH

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

00
1-

2

PNT-4PNT-4PNT-4
EXIST. GLAZED MASONRY 

BLOCK TO REMAIN UN-PAINTED

EXIST. CMU TO REMAIN 

(PNT-1 BY OTHERS)

10 2600

WALL AND DOOR PROTECTION

7'
-0

"

09 6513

RESILIENT BASE AND ACCESSORIES

EXISTING WOOD FRAMED GLASS

STOREFRONT TO REMAIN; PAINT

WOOD PNT-2 (TYP.) 

EXTEND NEW GYPSUM WRAPPER TO 

WITHIN 1/2" OF EXISTING SUSPENDED 

CEILING.

2'
-0

"

5'-0" V.I.F.

3'
-6

" 
V

.I.
F

.
2'

-6
"

EXIST. INTEGRAL WOOD 

CHALK TRAY, TO REMAIN

EXIST. TACKABLE 

SURFACE, TO REMAIN

EXIST. WOOD TRIM, TO 

REMAINMB-1

NEW MANUF. EDGE TRIM

NEW MARKERBOARD WALL 

COVERING OVER EXIST. 

SLATE CHALKBOARD

EXIST. TACKABLE SURFACE, 

TO REMAIN

NOTE:

EXISTING CHALKBOARD / TACKBOARD CONFIGURATIONS VARY IN 

SIZE AND LOCATION PER CLASSROOM. NEW MARKERBOARD SIZES 

ARE APPROXIMATE AND SHOULD BE VERIFIED BY THE CONTRACTOR 

PRIOR TO ACQUIRING AND INSTALLING MARKERBOARD COVERING.

NOTE:

IF EXISTING MARKERBOARD SURFACE HAS BEEN APPLIED OVER 

EXISTING SLATE CHALKBOARD, REMOVE MARKERBOARD SURFACE 

AND PREPARE SUBSURFACE TO RECEIVE NEW MARKERBOARD 

COVERING MB-1.

DASHED LINES INDICATE 

2'-0" DEEP CLASSROOM 

SINK UNIT

10 1100

VISUAL DISPLAY UNITS

10'-0" V.I.F.

3'
-6

" 
V

.I.
F

.
2'

-6
" 

V
.I.

F
.

EXIST. INTEGRAL WOOD 

CHALK TRAY, TO REMAIN

EXIST. TACKABLE 

SURFACE, TO REMAIN

EXIST. WOOD TRIM, TO 

REMAIN

MB-1

NEW MANUF. EDGE TRIM

NEW MARKERBOARD WALL 

COVERING OVER EXIST. 

SLATE CHALKBOARD

EXIST. TACKABLE SURFACE, 

TO REMAIN

NOTE:

EXISTING CHALKBOARD / TACKBOARD CONFIGURATIONS VARY IN 

SIZE AND LOCATION PER CLASSROOM. NEW MARKERBOARD SIZES 

ARE APPROXIMATE AND SHOULD BE VERIFIED BY THE CONTRACTOR 

PRIOR TO ACQUIRING AND INSTALLING MARKERBOARD COVERING.

NOTE:

IF EXISTING MARKERBOARD SURFACE HAS BEEN APPLIED OVER 

EXISTING SLATE CHALKBOARD, REMOVE MARKERBOARD SURFACE 

AND PREPARE SUBSURFACE TO RECEIVE NEW MARKERBOARD 

COVERING MB-1.

10 1100

VISUAL DISPLAY UNITS
MB-1

EXIST. TRIM, TO REMAIN

EXIST. TACKABLE SURFACE, TO REMAIN

EXIST. INTEGRAL CHALK TRAY, TO REMAIN

SMART TV MOUNTING SYSTEM, O.F.O.I.

SMART TV, O.F.O.I.

NEW MANUF. EDGE TRIM

NEW MARKERBOARD WALL 

COVERING OVER EXIST. 

SLATE CHALKBOARD

EXIST. TACKABLE SURFACE, 

TO REMAIN

NOTE:

EXISTING CHALKBOARD / TACKBOARD CONFIGURATIONS VARY IN 

SIZE AND LOCATION PER CLASSROOM. NEW MARKERBOARD SIZES 

ARE APPROXIMATE AND SHOULD BE VERIFIED BY THE CONTRACTOR 

PRIOR TO ACQUIRING AND INSTALLING MARKERBOARD COVERING.

NOTE:

IF EXISTING MARKERBOARD SURFACE HAS BEEN APPLIED OVER 

EXISTING SLATE CHALKBOARD, REMOVE MARKERBOARD SURFACE 

AND PREPARE SUBSURFACE TO RECEIVE NEW MARKERBOARD 

COVERING MB-1.

NOTE:

IF EXISTING TEACHING SCREEN HAS BEEN SCREWED INTO SLATE 

CHALKBOARD SURFACE, FILL HOLES AND PREPARE SURFACE TO 

RECEIVE NEW MARKERBOARD COVERING MB-1.

EXIST. DOOR AND WINDOW FRAME

3'
-6

" 
V

.I.
F

.
2'

-6
" 

V
.I.

F
.

5'-0" V.I.F.

10 1100

VISUAL DISPLAY UNITS

3'
-6

" 
V

.I.
F

.
2'

-2
"

16'-8" V.I.F.

MB-1 MB-1 MB-1 MB-1

EXISTING FOLDING PARTITION

NEW MANUF. EDGE TRIM

NEW MARKERBOARD WALL 

COVERING OVER EXIST. 

SLATE CHALKBOARD

EXIST. TACKBOARD 

SURFACE TO REMAIN

NOTE:

EXISTING CHALKBOARD / TACKBOARD CONFIGURATIONS VARY IN 

SIZE AND LOCATION PER CLASSROOM. NEW MARKERBOARD SIZES 

ARE APPROXIMATE AND SHOULD BE VERIFIED BY THE CONTRACTOR 

PRIOR TO ACQUIRING AND INSTALLING MARKERBOARD COVERING.

NOTE:

IF EXISTING MARKERBOARD SURFACE HAS BEEN APPLIED OVER 

EXISTING SLATE CHALKBOARD, REMOVE MARKERBOARD SURFACE 

AND PREPARE SUBSURFACE TO RECEIVE NEW MARKERBOARD 

COVERING MB-1.

10 1100

VISUAL DISPLAY UNITS

2'
-2

"
3'

-0
" 

V
.I.

F
.

MB-1

11'-10" V.I.F.

EXIST. TRIM, TO REMAIN

EXIST. TACKABLE SURFACE, TO REMAIN

EXIST. INTEGRAL CHALK TRAY, TO REMAIN

SMART TV MOUNTING SYSTEM, O.F.O.I.

SMART TV, O.F.O.I.

NEW MANUF. EDGE TRIM

NEW MARKERBOARD WALL 

COVERING OVER EXIST. 

SLATE CHALKBOARD

EXIST. TACKABLE SURFACE, 

TO REMAIN

NOTE:

EXISTING CHALKBOARD / TACKBOARD CONFIGURATIONS VARY IN 

SIZE AND LOCATION PER CLASSROOM. NEW MARKERBOARD SIZES 

ARE APPROXIMATE AND SHOULD BE VERIFIED BY THE CONTRACTOR 

PRIOR TO ACQUIRING AND INSTALLING MARKERBOARD COVERING.

NOTE:

IF EXISTING MARKERBOARD SURFACE HAS BEEN APPLIED OVER 

EXISTING SLATE CHALKBOARD, REMOVE MARKERBOARD SURFACE 

AND PREPARE SUBSURFACE TO RECEIVE NEW MARKERBOARD 

COVERING MB-1.

NOTE:

IF EXISTING TEACHING SCREEN HAS BEEN SCREWED INTO SLATE 

CHALKBOARD SURFACE, FILL HOLES AND PREPARE SURFACE TO 

RECEIVE NEW MARKERBOARD COVERING MB-1.

10 1100

VISUAL DISPLAY UNITS

RS-1M RS-1M 12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

AT EXIST. WINDOWS SCOPED AS ADD. ALT. 01

3'-4"

8'
-9

"

STOREFRONT GENERAL NOTES
1. VERIFY ALL DIMENSIONS IN FIELD PRIOR TO FABRICATION.

2. SEE SPECIFICATIONS FOR GLASS TYPES.

3. DIMS SHOWN ARE NOMINAL AND/OR ROUGH OPENINGS. 

CONTRACTOR TO ACCOUNT FOR JOINTS, SHIMS, SEALANT, ETC.

4. CONTRACTOR RESPONSIBLE TO COORDINATE ALL ALUMINUM 

FRAMES WITH ALL RELEVANT DETAILS DEPICTED THROUGHOUT 

DRAWINGS.

5. COORDINATE ALL ALUMINUM FRAMES WITH SPECIFICATION 

REQUIREMENTS, INCLUDING BUT NOT LIMITED TO PROVIDING 

ENGINEERING TO VERIFY WIND LOADING CRITERIA IS MET IN ALL 

CASES.  SEE STRUCTURAL DRAWINGS.

6. ALUMINUM FRAME DRAWINGS REPRESENT DESIGN INTENT. SHOP 

DRAWINGS ARE REQUIRED PRIOR TO FABRICATION.

7. NO FRAMES SHALL BE DELIVERED OR INSTALLED PRIOR TO 

APPROVED SUBMITTALS WHICH INCLUDE ENGINEERING DATA AND 

SHOP DRAWINGS BASED ON MEASUREMENTS VERIFIED IN FIELD.

8. SOME FRAME TYPES ARE REPEATED AS SIMILAR OR OPPOSITE HAND. 

SEE ELEVATIONS FOR QUANTITIES, LOCATIONS, AND INSTALLATION.

9. COORDINATE ALL HARDWARE WITH DOOR SCHEDULE AND 

SPECIFICATIONS.

10. SEE DOOR SCHEDULE FOR TYPICAL DOOR TYPES, WHICH INCLUDE 

ALUMINUM DOORS INSTALLED IN ALUMINUM FRAMES.

11. SEE DOOR SCHEDULE FOR TYPES AND DETAILS OF DOORS IN 

ALUMINUM STOREFRONT FRAMES. 

12. JOINTS SHOWN IN ELEVATION BETWEEN STOREFRONT MEMBERS ARE 

NOT INTENDED TO SHOW ACTUAL JOINT LOCATIONS.

13. FRAME TYPES, AS DEPICTED, REFLECT THE EXTERIOR CONDITION OF 

THE FRAME.

14. DIMENSIONS ARE PROVIDED FOR DESIGN INTENT ONLY. INSTALLER 

SHALL FIELD VERIFY ALL OPENINGS PRIOR TO FABRICATION OF 

STOREFRONT ASSEMBLIES AND SHALL ALLOW FOR SHIM SPACES, 

JOINTS, SEALANT, ETC. AS REQUIRED.

15. MAINTAIN 1" CLEAR AIR SPACE AT INSIDE FACE OF ALL SPANDREL 

PANELS & BATT INSULATION.

16. U.N.O. ALL GLAZING TO BE GL-01.   

17. PROVIDE MANUALLY-OPERATED ROLLER SHADES AT LOCATIONS 

INDICATED.

18. U.N.O. FILL SHIM SPACE AT SF/CW & R.O. WITH LOW-DENSITY 

DETAILING FOAM.

19. SHADES COVER FULL HEIGHT OF GLAZING, U.N.O.

20. ALIGN JOINTS IN SHADE FABRIC WITH MAJOR VERTICAL MULLIONS, 

TYP.

21. ROLLER-SHADES SHALL COVER OPERABLE SASH WITHOUT 

INTERRUPTION.  PROVIDE INDIVIDUAL DOOR-MOUNTED ROLLER 

SHADES AT DOOR GLAZING.

22. ROLLER SHADES NOT REQUIRED BEHIND SPANDREL GLASS.

RS-1M RS-1M RS-1M RS-1M RS-1M RS-1M RS-1M RS-1M

2'
-6

" 
V

.I.
F

.
7'

-1
0"

 V
.I.

F
.

COORDINATE ROLLER SHADES WITH LOCATION 

OF ANY DOORS IN STOREFRONT SYSTEM

29'-9" V.I.F.

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

LEVEL 1
0' - 0"

2'
-6

"
1'

-8
"

2'
-1

0"

06 4116

PLASTIC-LAMINATE-FACED ARCHITECTURAL

CABINETS

12 3661

SOLID SURFACING COUNTERTOPS

09 6513

RESILIENT BASE AND ACCESSORIES

15'-0" 4'-0" MIN.

EQ EQ EQ EQ EQ

13

A960

FURRED GYP. BD.

EXIST. DUCTWORK, V.I.F. 

PAINT PNT-3 INCLUDED IN 

BASE BID

PNT-2

GLAZING TYPES
GL-01 1/4" MONOLITHIC CLEAR FULLY TEMPERED FLOAT GLASS; 

TYPICAL GLAZING FOR INTERIOR USE

ILG-01 1" CLEAR LAMINATED INTERIOR ACOUSTIC GLASS UNIT; 

FOR INTERIOR USE

IGU-01 1" LOW-E COATED, CLEAR INSULATING GLASS

IGU-02 1" LOW-E COATED, INSULATING SPANDREL GLASS 

LEVEL 1
0' - 0"

2'
-5

 1
/2

"

9'-3 1/2"

RS-1M RS-1M

9'-3 1/2"

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)

12 2413

ROLLER WINDOW SHADES (WALL-MOUNTED)
INCLUDED IN BASE BID

LEVEL 1
0' - 0"

S-021'
-1

1"
2'

-0
"

2'
-4

"

9'
-8

" 
E

X
IS

T
. O

P
N

G
. V

.I.
F

.

18'-7 1/2" EXIST. OPNG. V.I.F.

EQ EQ

4'-2" V.I.F. 6'-4" V.I.F. 8'-1 1/2" V.I.F.

IGU-01

IGU-01

IGU-01

IGU-01 IGU-01 IGU-01

IGU-02

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

IGU-01

IGU-01

IGU-01

IGU-01

0
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ENLARGED PLANS &
INTERIOR ELEVATIONS

A712

CHARLOTTESVILLE CITY SCHOOLS

KEYNOTES

06 4116 PLASTIC-LAMINATE-FACED ARCHITECTURAL CABINETS

08 4113 ALUMINUM-FRAMED ENTRANCES AND STOREFRONTS

09 6513 RESILIENT BASE AND ACCESSORIES

10 1100 VISUAL DISPLAY UNITS

10 2600 WALL AND DOOR PROTECTION

12 2413 ROLLER WINDOW SHADES (WALL-MOUNTED)

12 3661 SOLID SURFACING COUNTERTOPS

1/4" = 1'-0"A111 A712

1 MAIN CORRIDOR - WEST WALL
1/4" = 1'-0"A111 A712

2 MAIN CORRIDOR - SOUTH WALL

1/4" = 1'-0"A110 A712

6 CLASSROOM ELEVATION 1
1/4" = 1'-0"A110 A712

8 CLASSROOM ELEVATION 3

1/4" = 1'-0"A110 A712

7 CLASSROOM ELEVATION 2

1/4" = 1'-0"A110 A712

10 CLASSROOM ELEVATION 4
1/4" = 1'-0"A110 A712

11 CLASSROOM ELEVATION 5
1/4" = 1'-0"A110 A712

9 CLASSROOM ELEVATION 6

1/4" = 1'-0"A111 A712

3 WORKROOM - WEST ELEVATION

WORK INCLUDED IN ADDITIVE ALTERNATE 03. 

BASE BID WORK IS PAINT ON THE ENTIRETY 

OF THIS EXISTING WALL.

WORK INCLUDED IN ADDITIVE ALTERNATE 01

1/4" = 1'-0"A111 A712

4 CONFERENCE ROOM - WEST ELEVATION

1/4" = 1'-0"A111 A712

5 STOREFRONT ELEVATION S-02

WORK INCLUDED IN ADDITIVE ALTERNATE 02 WORK INCLUDED IN ADDITIVE ALTERNATE 04
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8"

1'
-4

"

5'-10"

A3A

B3

B3

B3

B3A

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

DASHED LINES 

INDICATE NEW 

CONCEALED 

LINTEL ABOVE

EXIST. MASONRY 

WALL TO REMAIN

CORNER GUARDS, 

TYP. AT OUTSIDE 

CORNERS OF 

STUD-FRAMED 

WALLS

SOUND ATTENUATION INSULATION

001-1

LIBRARY SHELVING, BY OTHERS. 

PROVIDE BLKG. IN WALLS

B3B3

B3A E0

1'
-4

" 
+/

-
5'

-4
 1

/2
"

LINE OF SOFFIT 

ABOVE

1/2" REVEAL

B3A

B3A

B3

B3

B2A

EXIST. MASONRY TO REMAIN

METAL CORNER GUARDS, TYP. AT 

OUTSIDE CORNERS OF STUD-

FRAMED WALLS

8"

1'-4"

3'
-3

 1
/2

"

08 4113

ALUMINUM-FRAMED ENTRANCES AND

STOREFRONTS

SOUND ATTENUATION INSULATION

E0

LINE OF SOFFIT ABOVE

LINE OF NEW MASONRY 

LINTEL ABOVE

5'-4 1/2"

1/2" REVEAL 1/2" REVEAL

B2

SEALANT AND BACKER ROD 

(WEATHER), SEALANT TO MATCH 

STOREFRONT FRAME

FILL SHIM SPACE W/ LOW-

DENSITY DETAILING FOAM

1/2" SEALANT JOINT

STOREFRONT SYSTEM AND 

GLAZING

ROLLER WINDOW SHADE W/ 

CLOSURE PLATE

P.T. WOOD SHIM AS REQ'D 

FOR MOUNTING SHADE

EXISTING MASONRY 

WALL

NEW ALUM. STOREFRONT SYSTEM

JOINT SEALANT AND BACKER ROD, 

COLOR TO MATCH STOREFRONT 

FRAME

FILL SHIM SPACE WITH LOW-DENSITY 

DETAILING FOAM

B2

FILL ANY OPEN CORES

WITH GROUT 

EXISTING MASONRY 

WALL

NEW ALUM.  STOREFRONT SYSTEM

NEW METAL FLASHING (SET IN BED 

OF BUTYL SEALANT); FINISH TO 

MATCH STOREFRONT FRAME

A6A

8' - 8"

INTERIOR STOREFRONT SYSTEM 

AND GLAZING

JOINT SEALANT AND BACKER ROD

EXIST. CMU BULKHEAD, HEIGHT V.I.F.

1/2" REVEAL, EA. SIDE 

B3

B3A

JOINT SEALANT AND BACKER ROD

INTERIOR STOREFRONT SYSTEM 

AND GLAZING

1/2" REVEAL BEAD

EXIST. MASONRY WALL

LEVEL 1
0' - 0"

FLOOR FIN. AS SCHED.

INTERIOR STOREFRONT 

SYSTEM AND GLAZING

B2A

ROLLER WINDOW SHADE W/ 

CLOSURE PLATE

JOINT SEALANT AND BACKER 

ROD

INTERIOR STOREFRONT 

SYSTEM AND GLAZING

CENTER STOREFRONT IN EXIST. 

WALL

EXIST. MASONRY WALL

E1

SEALANT, EA. SIDE

INTERIOR STOREFRONT SYSTEM 

AND GLAZING

EXIST. MASONRY WALL

DASHED LINE INDICATES BULKHEAD 

ABOVE

LEVEL 1
0' - 0"

EXIST. FLOOR FIN.

FLOOR FIN. AS SCHED.

INTERIOR STOREFRONT SYSTEM 

AND GLAZING

B2A

EXIST. WOOD-FRAMED WINDOW SYSTEM

EXIST. CORRIDOR CEILING

8' - 8"

EXIST. WOOD-STUD WALL

B2A

EXIST. MASONRY WALL

EXIST. WOOD-FRAMED WINDOW SYSTEM

B2A

EXIST. MASONRY WALL

EXIST. WOOD-FRAMED WINDOW SYSTEM

SEALANT, COLOR TO MATCH WINDOW 

FRAME

SOLID SURFACE SILL ON 3/4" PLYWD. 

SUBSTRATE

3/4"

1 
1/

2"

6 7/16" V.I.F.

MEZZANINE
8' - 7 5/8"

EXIST. STRUCTURE

ALUM. STOREFRONT SYSTEM

NEW METAL GUARDRAIL, MOUNT TO EXIST. 

STEEL CHANNEL STRINGER

REMOVE EXIST. WOOD FRAM'G AND PANELS 

AND INSTALL STEEL ANGLE CLOSURE

EXISTING CONC. SLAB ON METAL DECK

3'
-6

"

1 
1/

2"

2'
-0

" 
@

 L
O

W
E

R
 

R
A

IL

1 1/2" x 5/8" STL BAR

1 1/2" DIA. SCHEDULE 40 

STL. PIPE FIELD WELDED 

TO STL BRACKET

5/8" STL. PLATE

WELDED TO POST -

GRIND SMOOTH

5/8" 2"
2"

2 1/4"

1 1/2" DIA. SCHEDULE 40

STL. PIPE FIELD WELDED 

TO STL BRACKET

1/4 " STL PLATE

WELDED TO WALL PLT.

GRIND SMOOTH

(4) COUNTERSUNK 

SCREWS

SECTION ELEVATION

3/8"

3/
8"

2"

2"

2"
2"

5/8"
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" 
@
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O

W
E
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R
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INTERIOR DETAILS

A713

CHARLOTTESVILLE CITY SCHOOLS

1" = 1'-0"A111 A713

16 PLAN DETAIL - LIBRARY EAST ENTRANCE

1" = 1'-0"A111 A713

15 PLAN DETAIL - LIBRARY NORTH ENTRANCE

3" = 1'-0"A711 A713

3 EXTERIOR STOREFRONT - HEAD DETAIL

3" = 1'-0"A121 A713

4 EXTERIOR STOREFRONT - JAMB DETAIL

3" = 1'-0"A101 A713

5 EXTERIOR STOREFRONT - SILL DETAIL

3" = 1'-0"A121 A713

6 INTERIOR STOREFRONT - HEAD DETAIL IN STUD WALL

3" = 1'-0"A121 A713

7 INTERIOR STOREFRONT - JAMB DETAIL IN STUD WALL

3" = 1'-0"A121 A713

8 INTERIOR STOREFRONT - SILL DETAIL IN STUD WALL

3" = 1'-0"A121 A713

9 INTERIOR STOREFRONT - HEAD DETAIL IN MASONRY WALL

3" = 1'-0"A121 A713

10 INTERIOR STOREFRONT - JAMB DETAIL IN MASONRY WALL

3" = 1'-0"A121 A713

11 INTERIOR STOREFRONT - SILL CONDITION IN MASONRY WALL

3" = 1'-0"A711 A713

12 INTERIOR EXISTING WINDOWS - HEAD DETAIL

3" = 1'-0"A711 A713

13 INTERIOR EXISTING WINDOWS - JAMB DETAIL

3" = 1'-0"A121 A713

14 INTERIOR EXISTING WINDOWS - SILL DETAIL
1 1/2" = 1'-0"A121 A713

17 DETAIL AT MEZZANINE GUARDRAIL

3" = 1'-0"A713

1 TYP. HANDRAIL @ STAIR GUARD
3" = 1'-0"A713

2 TYP. STL. PIPE HANDRAIL @ WALL

SUBMISSION TITLE DD.MMM.YY

SCHEMATIC DESIGN PRICING 18.NOV.21

50% CONSTRUCTION DOCUMENTS 17.DEC.21

90% CONSTRUCTION DOCUMENTS 21.JAN.22

BID SET 15.FEB.22



A811

2

3

4

1'
-6

"

LEVEL 1
0' - 0"3'-0"3'-0"3'-0"3'-0"3'-0"3'-0"3'-0" 3'-1"3'-1"3'-1"

4'
-0

 1
/4

"

8'
-3

 1
3/

16
"

N-02

LEVEL 1
0' - 0"3'-1" 3'-1" 2'-9 1/16" 2'-9 1/16" 2'-9 1/16" 3'-1" 3'-1"

MANUFACTURED CASEWORK, BY VS

SMART TV, O.F.O.I. REFER TO ELEVATION ON

A711 FOR EXTENT OF BLOCKING TO BE PROVIDED

BY CONTRACTOR

MATCHING WOOD END PANELS ALL 

FOUR SIDES OF OPNG.E
Q

E
Q

EQ EQ

8'
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MANUFACTURED CASEWORK, BY VS

CUSHION SEAT TOP, BY FOMCORE
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FURNITURE PLANS AND
ELEVATIONS (FOR
REFERENCE)

A811

CHARLOTTESVILLE CITY SCHOOLS

1/8" = 1'-0"A601 A811

1 FURNITURE PLAN - LIBRARY

1/4" = 1'-0"A101 A811

2 FURNITURE ELEVATION - LIBRARY - NORTH WALL

1/4" = 1'-0"A121 A811

3 FURNITURE ELEVATION - LIBRARY - EAST WALL

1/4" = 1'-0"A121 A811

4 FURNITURE ELEVATION - LIBRARY - SOUTH WALL

MANUFACTURED CASEWORK, BY VS

NOTE: FURNITURE IS BEING PROVIDED BY OTHERS. FURNITURE PLAN AND 

ELEVATIONS ARE INCLUDED FOR CONTRACTOR'S REFERENCE AND 

COORDINATION.
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DOOR SCHEDULE 
GENERAL NOTES
1. ALL DOORS SHALL BE 1-3/4" THICK UNLESS NOTED OTHERWISE.

2. ALL INTERIOR DOORS SHALL BE UNDERCUT 3/4" A.F.F. UNLESS NOTED 

OTHERWISE.

3. ALL HOLLOW METAL DOOR FRAMES IN MASONRY SHALL BE GROUTED 

SOLID.

4. REFER TO THE FLOOR PLANS FOR EXACT LOCATIONS OF DOORS AND 

DIRECTION OF DOOR SWINGS.

5. SEE EXTERIOR ELEVATIONS FOR EXTERIOR FRAME TYPES.

6. VERIFY ALL DIMENSIONS IN FIELD PRIOR TO FABRICATION.

7. DIMENSIONS SHOWN ARE NOMINAL AND/OR ROUGH OPENINGS, 

CONTRACTOR TO ACCOUNT FOR JOINTS, SHIMS, SEALANT, ETC.

8. ALL INTERIOR DOORS TO BE GLAZED WITH TEMPERED GLASS U.N.O.

9. ALL EXTERIOR DOORS TO BE GLAZED WITH INSULATED TEMPERED 

GLASS U.N.O.

DOOR TYPE ELEVATIONS

FP - FLUSH PANEL FL - FULL LIGHT

SEE SCHED.
WIDTH

S
E

E
 S

C
H

E
D

.
H

E
IG

H
T

SEE SCHED.
WIDTH

S
E

E
 S

C
H

E
D

.
H

E
IG

H
T

6"
1'

-0
"

6"6"

FINISH SCHEDULE 
GENERAL NOTES
1. FOR ADDITIONAL INFORMATION ON INTERIOR FINISHES, SEE REMAINDER 

OF DRAWINGS INCLUDING FLOOR PLANS, REFLECTED CEILING PLANS & 

INTERIOR ELEVATIONS.

2. PROVIDE STONE THRESHOLDS AT DOORS OR OPENINGS TO TOILET 

ROOMS AND BATHROOMS AT TRANSITION BETWEEN CERAMIC TILE AND 

ADJACENT (OTHER) FLOOR FINISH.

3. ALL FLOORS SCHEDULED TO RECEIVE A SEALED CONCRETE FINISH SHALL 

HAVE TWO (2) COATS OF SEALER.  THE SECOND COAT OF SEALER SHALL 

BE APPLIED AT THE TIME OF SUBSTANTIAL COMPLETION.

4. REFER TO "FP" SHEETS FOR FIRE RESISTANCE RATINGS OF WALL AND 

FLOOR ASSEMBLIES.

5. ALL M.E.P. SYSTEMS SHALL BE CONCEALED WITHIN WALL OR CEILING 

CAVITY, U.N.O.

6. PAINT ALL STRUCTURE AND INFRASTRUCTURE COMPONENTS AND 

SURFACES AT OPEN OR EXPOSED CEILINGS.

7. ALL WALLS TO BE PAINTED PNT-1 U.N.O.

V
A

R
IE

S
 -

 S
E

E
 R

C
P

S

2"
 M

IN
.

6"

ACP CEILING

GYP. BD. CLG CORNER OR BULK 

HEAD EXTENDED 6" OR U.N.O.

GYP. BD. CLG CORNER 

EXTEND TO DECK

W
A

LL

2"

V
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R
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S
 -
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E
 R
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2"
 M
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.

SUSP. DECORATIVE 

WD. GRID CEILING

GYP1/2" REVEAL

GYP. BD. CLG

F
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H

E
D

 W
A
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GLAZING TYPES
GL-01 1/4" MONOLITHIC CLEAR FULLY TEMPERED FLOAT GLASS; 

TYPICAL GLAZING FOR INTERIOR USE

ILG-01 1" CLEAR LAMINATED INTERIOR ACOUSTIC GLASS UNIT; 

FOR INTERIOR USE

IGU-01 1" LOW-E COATED, CLEAR INSULATING GLASS

IGU-02 1" LOW-E COATED, INSULATING SPANDREL GLASS 

EXIST. FLOOR FINISH

RESILIENT TRANSITION 

STRIP, COLOR TO 

MATCH RUB-1

NEW CARPET FINISH AS 

SCHED.

CARPET FINISH AS 

SCHED.

RESILIENT TRANSITION 

STRIP, COLOR TO 

MATCH RUB-1

RESILIENT FLOORING AS 

SCHED.

METAL THRESHOLD AT 

DOOR OPENING

CARPET AS SCHED.

OUTLINE OF EXIST. STAIR TREAD 

AND RISER

NEW CARPET AS SCHED.

NEW RESILIENT NOSING, COLOR 

TO MATCH RUB-1. EXIST. ANGLE 

OF NOSING V.I.F.

EXIST. WALL

EXIST. WOOD CHALKBOARD FRAME

NEW FLAT-PROFILE METAL TRIM, 

ADHERE TO MARKERBOARD SURFACE

MB-1, ADHERE TO EXIST. CHALKBOARD 

SURFACE

EXIST. CHALKBOARD SURFACE

LIBRARY

001

WORKROOM

001A

CONFERENCE

001B

CPT-1

CPT-2BBT-1

CPT-2

CPT-2

CORRIDOR

CORRIDOR

PNT-5PNT-5

PNT-3

CPT-3

CPT-3

CPT-1

WORKPOINT FOR FLOORING PATTERN

FINISHES WORK IN THIS REGION INCLUDED IN ADD. ALT. 02

WORKPOINT FOR 

FLOORING PATTERN

FINISHES WORK IN 

THIS REGION 

INCLUDED IN ADD. 

ALT. 03

WORKPOINT FOR 

FLOORING PATTERN

WORKPOINT FOR FLOORING PATTERN

LOFT

001C

CPT-1

WORKPOINT FOR FLOORING PATTERN
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DOOR AND FINISH
SCHEDULES, FINISH
PLANS, AND FINISH
DETAILS

A900

CHARLOTTESVILLE CITY SCHOOLS

DOOR SCHEDULE

DR. NO.

OPENING DOOR FRAME ASSEMBLY

REMARKS/NOTESQNTY. WIDTH HEIGHT ELEV. MAT. FINISH MATERIAL FINISH FIRE RTG.
HW.

HEADING STC RATING
2' - 10" 7' - 0" VP - - - -

001-1 3' - 0" 7' - 2" FL ALUM. CLR. ALUM. CLR. 02

001-2 3' - 0" 7' - 2" FL ALUM. CLR. ALUM. CLR. 02

001-3 3' - 0" 7' - 0" FL ALUM. CLR. ALUM. CLR. 01

001A-1 3' - 0" 7' - 2" FL ALUM. CLR. ALUM. CLR. 03

001A-2 2' - 6" 7' - 0" FP - - - - - EXISTING TO REMAIN

001B-1 3' - 0" 7' - 2" FL ALUM. CLR. ALUM. CLR. 04

001B-6 3' - 0" 7' - 0" FP - - - -

001B-7 3' - 0" 7' - 0" FP - - - -

001B-9 2' - 6" 7' - 0" FP - - - -

001B-10 2' - 6" 7' - 0" FP - - - -

001B-11 2' - 6" 7' - 0" FP - - - -

001B-12 3' - 0" 7' - 0" FP - - - -

001B-13 3' - 0" 7' - 0" FP - - - -

001B-14 2' - 6" 7' - 0" FP - - - -

MATERIAL & PRODUCT SCHEDULE
KEY KEYNOTE MANUFACTURER PRODUCT # REMARKS

WOOD VENEER CASEWORK

WV-1 06 4113 WOOD VENEER BEECH TYP. AT LIBRARY CIRCULATION DESK AND BENCH AT STORY WELL

ACOUSTIC PANEL CEILING

APC-1 09 5113 ARMSTRONG ULTIMA 1945 HRC 2X4 CEILING TILE, 0.80 NRC

DECORATIVE WOOD GRILLE

SGD-1 09 5436 RULON WOOD PANEL GRILLE, PG 4-12-32 PAINT TO MATCH PNT-1

WALL BASE

RUB-1 09 6513 JOHNSONITE TA6, BEDROCK CG TYP. AT ALL CARPET

RUB-2 09 6513 JOHNSONITE TA3, CASTAWAY CB TYP. AT RESILIENT FLOORING

FLOORING RESILIENT

BBT-1 09 6519 ARMSTRONG STRIATION BBT - Z3614 BISQUE ASHLAR PATTERN

FLOORING CARPET

CPT-1 09 6813 SHAW THE COLLECTIVE - 5T541 COLOR LINK 50580, ASHLAR PATTERN

CPT-2 09 6813 SHAW THE COLLECTIVE - 5T541 COLOR LINK COLOR 50375, ASHLAR PATTERN, TYP. AT STAIRS AND RAMP

CPT-3 09 6813 SHAW WELCOME II - STEPPIN OUT, 5T031 COLOR CHARCOAL 31549

PAINT

PNT-1 09 9125 SHERWIN WILLIAMS SW 7005 PURE WHITE PROJECT WHITE, TYP. COLOR AT GWB.

PNT-2 09 9125 BENJAMIN MOORE HC-169 COVENTRY GRAY TYP. COLOR AT EXPOSED CMU

PNT-3 09 9125 BENJAMIN MOORE 1602 GUNMETAL TYP. COLOR AT EXPOSED STRUCTURE AND DUCTWORK, U.N.O.

PNT-4 09 9125 BENJAMIN MOORE 2029-40 STEM GREEN

PNT-5 09 9125 BENJAMIN MOORE 2062-50 BLUE JEAN

MARKERBOARD SURFACE

MB-1 10 1100 IDEAPAINT MAG WALLCOVERING DRY ERASE WALL COVERING, GLOSS FINISH, PROVIDE ALUM. TRIM

TACKABLE SURFACE

TS-1 10 1100 FORBO, BULLETIN BOARD PINBOARD LINOLEUM 2204, POPPY SEED W/ FRAME ALUM. RAIL

TS-2 10 1100 FORBO, BULLETIN BOARD PINBOARD LINOLEUM 2206, OYSTER SHELL W/ FRAME ALUM. RAIL

WALL COVERINGS

BP-1 10 1100 LEGO, GREY BASEPLATE 10701, 15" X 15"

CURTAINS AND DRAPES

CUR-1 12 2200 KNOLL SLUMBER II COLOR THUNDER

SOLID SURFACE COUNTERTOPS

SS-1 12 3661 WILSONART CHILLED EARTH 9228SS

FINISH SCHEDULE
RM. NO. ROOM NAME FLOOR BASE WALL FINISH CEILING FINISH COMMENTS

001 LIBRARY CPT-1, CPT-2 RUB-1 PNT APC-1, SDG-1

001A WORKROOM BBT-1 RUB-2 PNT EXP. ONLY IF ADD ALT #3 IS ACCEPTED

001B CONFERENCE CPT-1 RUB-1 PNT APC-1 ONLY IF ADD ALT #2 IS ACCEPTED

001C LOFT CPT-1 RUB-1 PNT APC-1

3" = 1'-0"A900

1 TYP. CLG. DTL. SECTION - TRANSITION GWB TO ACP
3" = 1'-0"A900

2 TYP. CLG. DTL. SECTION - TRANSITION GWB TO DECOR. WD. GRID
3" = 1'-0"A900

3 TYP. CLG. DTL. SECTION - TRANSITION GWB TO FINISHED WALL

6" = 1'-0"A900

4 FINISH DETAIL - CARPET TO EXISTING TERRAZZO

6" = 1'-0"A900

5 FINISH DETAIL - CARPET TO CARPET

6" = 1'-0"A900

6 FINISH DETAIL - CARPET TO RESILIENT FLOORING

6" = 1'-0"A900

7 FINISH DETAIL - CARPET AT STAIR NOSING
6" = 1'-0"A900

8 FINISH DETAIL - MARKER SURFACE

1/8" = 1'-0"A601 A900

9 FINISH PLAN - LEVEL 1
1/8" = 1'-0"A601 A900

10 FINISH PLAN - MEZZANINE

SUBMISSION TITLE DD.MMM.YY

50% CONSTRUCTION DOCUMENTS 17.DEC.21

90% CONSTRUCTION DOCUMENTS 21.JAN.22

BID SET 15.FEB.22

2 ADDENDUM NO. 02 29.MAR.22

2



ALIGN

LEVEL 1
0' - 0"

4"

1'-0"

1'
-0

 1
/4

"

VARIES, SEE PLAN

2'
-6

"

SOLID SURFACE COUNTERTOP 

ON 3/4" PLYWD. SUBSTRATE

3/4" HARDWOOD VENEER PLY.

(TYP.)

3/4" PLYWD. SHEATHING ON EA. 

SIDE OF WOOD STUD FRAM'G

COUNTER SUPPORT BRACKET 

AS REQ'D 3'-0" MAX.

3/4" HDWD. EDGE

PROVIDE WOOD VENEER FINISH 

UNDER COUNTER @ BOOK SHELF

3/4" SOLID WOOD BASE, 

SCRIBE TO F.F.

FLOOR FINISH AS SCHED.

1/4" BASE REVEAL, TYP.

1 
1/

2"

LEVEL 1
0' - 0"

SOLID SURFACE COUNTERTOP ON 

3/4" PLYWD. SUBSTRATE

3/4" PLYWD. SHEATHING ON EA. 

SIDE OF WOOD STUD FRAM'G

FLUSH WOOD PANELING

3/4" SOLID WOOD BASE, 

SCRIBE TO F.F.

FLOOR FINISH AS 

SCHED.

COUNTER SUPPORT BRACKET 

AS REQ'D

1/4" REVEAL AT COUNTER, TYP.

1 1/2"

SHIM AS REQ'D

1/4" BASE REVEAL, TYP.

1 
1/

2"

VARIES, SEE PLAN

FLUSH WOOD PANEL BEYOND

GROMMET, WHERE INDICATED ON PLAN

LEVEL 1
0' - 0"

SOLID SURFACE COUNTERTOP ON 

3/4" PLYWD. SUBSTRATE

3/4" PLYWD. SHEATHING ON EA. 

SIDE OF WOOD STUD FRAM'G

3/4" HARDWOOD VENEER PLY

3/4" SOLID WOOD BASE, 

SCRIBE TO F.F.

FLOOR FINISH AS SCHED.

5 
3/

4"
3"

1'
-5

 1
/4

"
4"

COUNTER SUPPORT BRACKET 

AS REQ'D

1 
1/

2"

VARIES, SEE PLAN

1/4" REVEAL AT COUNTER, TYP.

SHIM AS REQ'D

1/4" BASE REVEAL, TYP.

6 1/2" 1 1/2"

25° 1/4"

GROMMET, WHERE INDICATED ON PLAN

2'
-6

"

BOOK BASKET BY OTHERS

LEVEL 1
0' - 0"

BASE AS SCHED.

FLOORING AS SCHED.

B2

SOLID SURFACE COUNTERTOP ON 

3/4" PLYWD. SUBSTRATE

1 
1/

2"

VARIES, SEE PLAN

4"

TACKABLE SURFACE

GROMMET, WHERE INDICATED ON PLAN

1/2" SOLID SURFACE BACKSPLASH 

LEVEL 1
0' - 0"

SOLID SURFACE COUNTERTOP ON 

3/4" PLYWD. SUBSTRATE

3/4" HARDWOOD VENEER PLYWD.

CABINET DRAWERS 

1/4" PLYWD. BACK-UP PANEL

3/4" BASE, SCRIBE TO FLOOR

FLOOR FINISH AS SCHED.

B2

VARIES, SEE PLAN

4"

DRAWER PULL

LEVEL 1
0' - 0"

WOOD RISER FRAM'G, 12" O.C. 

FILL SPACE WITH SOUND 

ATTENUATION INSULATION

6"

CARPET AS SCHED.

2 LAYERS 3/8" CURVED PLYWD., 

PAINT  PNT-3.

CURVED SOLID WOOD 

EDGING, EA. SIDE

HDWD. VENEER PLYWD. TOP 

ON PLYWD. SHEATHING

PROFILE OF EXIST. CONC. STEPS 

TO REMAIN

2'-0"

SHIM AS REQ'D

BASE AS SCHED.

BASE AS SCHED.

LEVEL 1
0' - 0"

FLOORING AS SCHED.

MANUF. CASEWORK, 

O.F.O.I.

CUSHION SEAT TOP, O.F.O.I.

KNEE WALL, 3/4" PLYWD. 

SHEATHING ON WOOD STUD 

FRAM'G

ADD. ALT. 04

1'
-3

 1
/4

"

7 1/2" 4 3/4"

EXIST. STEEL COLUMN BEYOND

SOLID SURFACE CAP ON 3/4" 

PLYWD. SUBSTRATE

FLUSH WOOD PANELING

1/4" SEALANT JOINT

2'
-4

" 
V

.I.
F

.

LEVEL 1
0' - 0"

7

A960

8

A960

BOOK DROP
2'-0"

SOLID SURFACE COUNTERTOP 

W/ WATERFALL EDGE

OPEN SPACE

2'
-6

"

LEVEL 1
0' - 0"

7

A960

8

A960 TS-2

SOLID SURFACE COUNTERTOP 

W/ WATERFALL EDGE

BOOK DROP

CUSTOM MILLWORK

7'-6" OPEN SPACE

2'
-6

"

LEVEL 1
0' - 0"

6

A960

OPEN SHELVING
6'-9"

2'
-6

"

SOLID SURFACE COUNTERTOP 

W/ WATERFALL EDGE

EQ EQ EQ

LEVEL 1
0' - 0"

9

A960

10

A960

DRAWER UNITS
4'-6"

OPEN SPACE
3'-2" +/-

DRAWER UNIT
3'-0"

2'
-6

"

SOLID SURFACE 

COUNTERTOP

TS-2

09 6513

RESILIENT BASE AND ACCESSORIES

PAINTED GYP BOARD

4" SOLID SURFACE 

BACKSPLASH

SOLID SURFACE COUNTER ON 

3/4" PLYWD. SUBSTRATE

DOOR PULL

WOOD-VENEER-FACED CABINET

WOOD-VENEER-FACED END PANEL BEYOND

WOOD-VENEER-FACED CABINET DOORS

BASE AS SCHED.

CONT. SHT MTL BLOCKING

ON MTL STUD (TYP.)

2'
-1

0"
1'

-8
"

2'
-6

"

WOOD-VENEER-FACED DRAWER

DRAWER PULL

2'-0" 1"

DOOR PANEL

3/4" ADJUSTABLE SHELF

CONT. SHT METL BLOCKING 

BACKING PL ON MTL STUD

WOOD-VENEER-FACED CABINET

WOOD-VENEER-FACED DOOR

1'-0"

1 
1/

2"
6"

1'
-1

0 
1/

2"
4"

FLOOR FIN. AS SCHED.

7'
-0

"

7

A960

9

A960

10

A960

6

A960

8

A960

A960 4

A9605

A960

2

A960

3

6'-10 1/2" 1'-6" 2'-6"

6"
2'

-0
"

11
'-6

"

10'-10" +/-

SOLID SURFACE COUNTERTOP 

W/ WATERFALL EDGE AT ENDS

DASHED LINE INDICATES LOW 

WALL UNDER COUNTER

2" GROMMETS

PAINT EXISTING COLUM

TO REMAIN.

B2B2 E0E0

B2

9 Sim

A960

0
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TYPICAL MILLWORK &
CASEWORK DETAILS

A960

CHARLOTTESVILLE CITY SCHOOLS

1 1/2" = 1'-0"A960 A960

6 DETAIL AT CIRCULATION DESK - FRONT COUNTER SHELVING
1 1/2" = 1'-0"A960 A960

7 DETAIL AT CIRCULATION DESK - FRONT COUNTER WORK

1 1/2" = 1'-0"A960 A960

8 DETAIL AT CIRCULATION DESK - FRONT COUNTER BOOK DROP
1 1/2" = 1'-0"A960 A960

9 DETAIL AT CIRCULATION DESK - WALL COUNTER 1

1 1/2" = 1'-0"A960 A960

10 DETAIL AT CIRCULATION DESK - WALL COUNTER 2
1 1/2" = 1'-0"A101 A960

11 DETAIL AT STORY WELL BENCH

1 1/2" = 1'-0"A111 A960

12 DETAIL AT WINDOW SEAT

1/2" = 1'-0"A121 A960

4 CIRCULATION DESK - EAST COUNTER, BACK SIDE

1/2" = 1'-0"A121 A960

5 CIRCULATION DESK - EAST COUNTER, FRONT SIDE

1/2" = 1'-0"A121 A960

3 CIRCULATION DESK - SOUTH COUNTER, FRONT SIDE

1/2" = 1'-0"A121 A960

2 CIRCULATION DESK - NORTH COUNTER
1 1/2" = 1'-0"A712 A960

13 TYP. CASEWORK SECTION AT WORKROOM

1/2" = 1'-0"A111 A960

1 ENLARGED PLAN - CIRCULATION DESK
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DESCRIPTION
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SK
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S
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OS

SS

KEYED, LOCKED PULL STATION : DOUBLE ACTION. 
STATION SHALL ONLY BE OPERABLE VIA KEY IN 
POSSESSION OF STAFF.

SLASH THROUGH ANY DEVICE INDICATES MOUNTING 
ABOVE COUNTERTOP 4" ABOVE BACKSPLASH, OR AT 46" 
WHERE NO COUNTER IS PRESENT

FILLED CENTER BAR INDICATES INTEGRAL GROUND 
FAULT PROTECTION (GFCI)

GANG RECEPTACLE IN COMBINATION WITH SWITCH 
(PROVIDE DIVIDER IF LIGHTING CIRCUIT IS 277V)

CONTRACTOR FURNISHED OWNER INSTALLED

CONTRACTOR FURNISHED CONTRACTOR INSTALLED

OWNER FURNISHED  OWNER INSTALLED

OWNER FURNISHED CONTRACTOR INSTALLED

MAIN CONTROL PANEL CENTRAL PROCESSING  
UNIT (CPU)

LIGHT SWITCH:GENERAL PURPOSE

AS NOTED

6'-6'' TO
TOP

46" TO
LEVER

46" TO
LEVER

PULL STATION : DOUBLE ACTION

AUDIO-ONLY NOTIFICATION APPLIANCE

AUDIO/VISUAL NOTIFICATION APPLIANCE

UNLESS OTHERWISE NOTED

INDICATES EMERGENCY POWER

ABBREVIATIONS

DESCRIPTION

POWER OUTLETS

DUPLEX RECEPTACLE-SAFETY TYPE, 
TAMPER-RESISTANT

DUPLEX RECEPTACLE

QUADRUPLEX RECEPTACLE

JUNCTION BOX, CEILING OR WALL

VOLTAGE/1PH RECEPTACLE, AS NOTED

VOLTAGE/3PH RECEPTACLE, AS NOTED

SS INDICATES SURGE SUPPRESION TYPE OUTLET(S)

DIMMER SWITCH

THREE-WAY SWITCH

FOUR-WAY SWITCH

KEYED SWITCH

OCCUPANCY/VACANCY SENSOR SWITCH

OCCUPANCY/VACANCY SENSOR, CEILING MOUNT

PHOTO-CELL AS NOTED

WALL, CLG

46"

46"

46"

46"

46"

46"

1'-6"

1'-6"

1'-6"

46"

1'-6"

1'-6"

CLG

AS NOTED

D
R

A
W

IN
G

 
S

Y
M

B
O

L

S

F

F K

F

,

SWITCHES

FIRE ALARM

FACP

D
R

A
W

IN
G

 
S

Y
M

B
O

L

WALL, CLG S

F
,

,

FILLED OUTER BARS INDICATES INTEGRAL INTEGRAL 
USB OUTLETS IN ADDITION TO POWER RECEPTACLES 
BASIS OF DESIGN (HUBBELL USB20AC5)

1'-6"

, J

DUPLEX RECEPTACLE, CEILING MOUNTED CLG

#D/#V

#D

WIRELESS ACCESS POINT WITH PROVISIONS FOR (1 
DATA OUTLET FOR ANTENNA. PROVIDE A COMPLETE 
DATA OUTLET WITH FACEPLATE ABOVE CEILING, 
MOUNTED AT AN ACCESSIBLE HEIGHT NO MORE THAN 
24" ABOVE CEILING. AT EACH OUTLET, PROVIDE  A 20' 
COIL OF CABLE AHEAD OF THE OUTLET FOR 
ADJUSTMENT OF FINAL OUTLET LOCATION. THE 
CONTRACTOR SHALL COORDINATE EXACT LOCATIONS 
WITH THE OWNER AND ADJUST OUTLET LOCATIONS AT 
SUBSTANTIAL COMPLETION TO ACCOMMODATE 
OWNER'S WAP LOCATIONS. WAP'S ARE OWNER-
FURNISHED, OWNER-INSTALLED

WAP

DATA OUTLET : NUMBER BESIDE OUTLET 
INDICATES NUMBER OF DATA JACKS

VOICE OUTLET : NUMBER BESIDE OUTLET 
INDICATES NUMBER OF VOICE JACKS

COMBINATION OUTLET : NUMBER BESIDE OUTLET 
INDICATES NUMBER OF DATA/VOICE JACKS

DATA / VOICE

1'-6"

1'-6"

1'-6"

#V

M
O

U
N

T
IN

G
 H

E
IG

H
T
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F
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O
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)

KRECEPTACLE MOUNTED IN TOE-KICK.

, ,

STRIP FIXTURE

EXIT LIGHT (CEILING, END, WALL MOUNT)

LIGHTING

REFER TO LUMINAIRE SCHEDULE FOR EXACT FIXTURE 
SPECIFICATIONS, MOUNTING HEIGHTS, ETC.

SURFACE OR SUSPENDED CEILING FIXTURE (SLASH 
INDICATES RECESSED)

, ,

,

WALL MOUNT FIXTURE ,

CONDUIT CONCEALED IN WALLS OR IN CEILING 
SPACE: ARROW(S) INDICATE(S) HOME RUN & # 
OF CIRCUITS: HASHMARKS INDICATE # OF 
CONDUCTORS. DASHED LINE INDICATES 
CONDUIT BELOW FLOOR.

PANELBOARD, SURFACE OR FLUSH MOUNTED, 
HATCHING INDICATES EMERGENCY

EQUIPMENT TAG, REFER TO EQUIPMENT SCHEDULE

AS NOTED

MISCELLANEOUS

TRANSFORMER

TAGGED NOTE

REVISION TAG

6'-6'' TO TOP

GROUND

NEUTRAL

PHASE

DOOR ALARM/POSITION SWITCH

SECURITY ACCESS CONTROL

MOTOION SENSOR

DOOR 
FRAME

CEIL.

DA

MS

C
A

B
L
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G

/C
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N
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E
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SYSTEM D
E
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IC
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 -
O

 F
 O
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OVERHEAD PAGING

FIRE ALARM

IT

SYSTEM RESPONSIBILITY GENERAL NOTES:

A. REFER TO VENDOR DRAWINGS FOR COMPLETE SCOPE OF WORK RELATING TO 
VENDOR-FURNISHED EQUIPMENT. ALL WORK INDICATED ON VENDOR DRAWINGS 
SHALL BE INCLUDED BY THE CONTRACTOR.

B. REFER TO ARCHITECTURAL DOOR HARDWARE SPECIFICATIONS FOR ACCESS 
CONTROL DEVICE SPECIFICATIONS AND FURTHER REQUIREMENTS. 

C. PROVIDE BACKBOXES AND CONDUIT WITH PULL-STRINGS FOR ALL SYSTEMS. 
CONTRACTOR SHALL VERIFY BACKBOX SIZES, CONDUIT, ETC. AND EXACT 
INSTALLATION LOCATIONS/REQUIREMENTS WITH SUCCESSFUL VENDORS OF ALL 
SYSTEMS PRIOR TO CONSTRUCTION.

D. AT ALL SYSTEMS EQUIPMENT CABINET/TERMINAL BOARD LOCATIONS, 
CONTRACTOR SHALL PROVIDE SIZE AND NUMBER OF CONDUIT STUB-OUTS TO 
CABLE PATHS AS REQUIRED BY SYSTEM VENDORS, TERMINATE CONDUITS AT 
CABINETS/ON BACKBOARDS AS REQUIRED. COORDINATE EXACT REQUIREMENTS 
WITH APPROPRIATE VENDORS PRIOR TO CONSTRUCTION.

E. REFER TO SPECIFICATIONS FOR REQUIREMENTS APPLICABLE TO ALL SYSTEMS 
INCLUDING CABLING, CABLE MANAGEMENT, INSTALLATION, GROUNDING, TESTING, 
LABELING, ETC. 

F. WHERE INDICATED AS CFCI, THE CONTRACTOR SHALL PROVIDE THE SYSTEM 
COMPLETE, INCLUDING ALL ROUGH-INS, CABLING, DEVICES, POWER, ETC. THE 
CONTRACTOR SHALL CONTACT THE LISTED VENDOR FOR PRICING PRIOR TO BID. 
ALL SYSTEMS SHALL MATCH EXISTING FACILITY STANDARDS AND BE FULLY 
COMPATIBLE WITH ANY EXISTING SYSTEMS. ALL SYSTEM VENDORS SHALL 
COORDINATE EXACT SYSTEM REQUIREMENTS WITH OWNER PRIOR TO BID. NEW 
COMPONENTS SHALL BE INTERCONNECTED WITH EXISTING SYSTEMS WHERE 
POSSIBLE. ALL NEW SYSTEM DESIGNS AND PROGRAMMING SHALL BE 
COORDINATED WITH THE OWNER PRIOR TO ORDERING. ALL PROGRAMMING SHALL 
BE INCLUDED AS REQUIRED BY THE OWNER. PROVIDE 4 HOURS OF TRAINING FOR 
EACH SYSTEM.

SYSTEM 

SYMBOL

SYSTEM RESPONSIBILITY MATRIX

NOTE: ALL 120V 
RECEPTACLES 
SHALL BE TAMPER 
RESISTANT, 
SHUTTER TYPE

GENERAL NOTES (APPLICABLE TO ALL WORK AND DOCUMENTS):

A. EACH CONTRACTOR, PROPOSER, SUPPLIER AND/OR MANUFACTURER SHALL REFER TO ALL DOCUMENTS PERTAINING TO 
THIS PROJECT AND COORDINATE ACCORDINGLY SO AS TO INSURE ADEQUACY OF FIT, COMPLIANCE WITH 
SPECIFICATIONS, PROPER VOLTAGE AND CURRENT CHARACTERISTICS TO AVOID CONFLICT WITH ANY OTHER BUILDINGS 
SYSTEMS.  VERIFY SAME WITH SHOP DRAWINGS.

B. ALL OFFSETS, TURNS, FITTINGS, TRIM, DETAIL, ETC., MAY NOT BE INDICATED, BUT SHALL BE PROVIDED AS REQUIRED.  
ADDITIONAL ALLOWANCES SHALL BE INCLUDED FOR SAME AT EACH PROPOSERS DISCRETION.

C. INSTALL NO PIPING, CONDUIT, DUCTWORK, ETC., IN A LOCATION OR IN A MANNER WHICH WILL ALLOW FREEZING AND THE 
COLLECTION OF CONDENSATION THEREON.  IF IN DOUBT, CONTACT THE ENGINEERS.

D. ADVISE THE ENGINEERS OF ANY CONFLICTS, ERRORS, OMISSIONS, ETC., AT LEAST TEN DAYS PRIOR TO BID DATE TO 
ALLOW CLARIFICATION BY WRITTEN ADDENDUM.  

E. DEVIATION FROM SPECIFICATIONS OF PLANS REQUIRES PRIOR WRITTEN APPROVAL FROM THE ENGINEERS AND MUST BE 
SUBMITTED IN WRITING NO LATER THAN TEN DAYS PRIOR TO THE BID DATE.  (SEE ALSO NOTE 21).

F. OBSERVE ALL APPLICABLE CODES, RULES AND REGULATIONS THAT MAY APPLY TO THE WORK UNDER THIS CONTRACT.  
(CITY, COUNTY, LOCAL, STATE, FEDERAL, MUNICIPALITY, UTILITY COMPANY, OSHA, ETC.)

G. INSTALL EQUIPMENT, MATERIALS, ETC., IN STRICT ACCORD WITH MANUFACTURERS' RECOMMENDATIONS AND 
DIRECTIONS.  IF IN CONFLICT WITH THE DESIGN INDICATED IN CONTRACT DOCUMENTS, ADVISE THE ENGINEERS PRIOR 
TO INSTALLATION FOR CLARIFICATION.

H. DO NOT RECESS PANELBOARD TUBS OR OTHER FLUSH-MOUNTED EQUIPMENT IN WALLS THAT HAVE A FIRE RATING, AS 
REQUIRED BY CODES.  NO INSTALLATION SHALL DIMINISH OR VOID FIRE RESISTIVE RATINGS IN ANYWAY. 

I. THE PURPOSE AND INTENT OF ALL OF THE DOCUMENTS PERTAINING TO THIS PROJECT IS TO PROVIDE A COMPLETE, 
FUNCTIONAL, SAFE, LIKE NEW FACILITY.  ANYTHING LESS SHALL BE UNACCEPTABLE.

J. ALL SYSTEMS, EQUIPMENT AND MATERIALS ARE TO BE INSTALLED IN A NEAT AND WORKMANLIKE MANNER.  WORK NOT 
MEETING THIS CRITERION SHALL BE REMOVED AND REINSTALLED SATISFACTORILY.  FINAL DETERMINATION OF THE 
ACCEPTABILITY OF THE QUALITY OF WORK RESIDES WITH THE ENGINEER.

K. ALL WORK, MATERIALS, EQUIPMENT, ETC., SHALL BE FULLY GUARANTEED FOR ONE FULL CALENDAR YEAR FROM THE 
DATE OF SUBSTANTIAL COMPLETION AS DOCUMENTED BY THE ENGINEERS, UNLESS LONGER WARRANTY PERIODS FOR 
EQUIPMENT ARE SPECIFIED. 

L. UNLESS OTHERWISE SPECIFIED OR INDICATED, ALL EQUIPMENT AND/OR MATERIALS WITHIN OCCUPIED SPACES OR 
EXPOSED TO VIEW ON THE BUILDING EXTERIOR SHALL BE PRIMED AND FINISHED SO AS TO COMPLEMENT ADJACENT 
SURFACE, UNLESS OTHERWISE NOTED.  COORDINATE WORK WITH ARCHITECT. 

M. WHERE PENETRATING NEW/EXISTING ROOFING MEMBRANE OR OTHER MATERIALS USED FOR WEATHERPROOFING THE 
BUILDING, MAKE SUCH PENETRATION IN A WAY THAT WILL NOT VOID OR DIMINISH THE ROOFING WARRANTY OR 
INTEGRITY IN ANYWAY.  COORDINATE ALL SUCH PENETRATIONS WITH THE ROOFING INSTALLER/ARCHITECT.

N. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY COMPANY FEES, OR OTHER COSTS THAT THE UTILITY COMPANY 
MAY REQUIRE TO COMPLETE THEIR WORK.  (ELECTRIC, TELEPHONE, TELEVISION, ETC.)

O. COORDINATE WITH ARCHITECTURAL FLOOR PLANS, ELEVATIONS AND CASEWORK DETAILS FOR LOCATION OF 
RECEPTACLES, UTILITY OUTLETS, ELECTRICAL DEVICES, ETC.

P. UNLESS OTHERWISE SPECIFIED OR INDICATED, INSTALL LIGHT FIXTURES, SMOKE DETECTORS, SPEAKERS AND OTHER 
CEILING MOUNTED APPURTENANCES IN THE CEILING IN A SYMMETRICAL PATTERN, UNLESS SPECIFICALLY INDICATED 
OTHERWISE.

Q. CEILING-MOUNTED ELECTRICAL DEVICES SHALL BE CENTERED IN 2' X 2' CEILING TILE AND INSTALLED CENTERED ON 2' 
DIMENSION OF 2' X 4' TILE AND ON CENTERLINE OR A QUARTER POINT ON 4' DIMENSION, AS INDICATED.

R. ANY VIBRATING, OSCILLATING OR OTHER NOISE OR MOTION PRODUCING EQUIPMENT SHALL BE ISOLATED FROM 
SURROUNDING SYSTEMS IN AN APPROVED MANNER.  NOISY OR STRUCTURALLY DAMAGING INSTALLATIONS SHALL BE 
SATISFACTORILY REPLACED OR REPAIRED AT THE INSTALLING CONTRACTORS' EXPENSE.  THE FINAL DECISION ON THE 
SUITABILITY OF A PARTICULAR INSTALLATION'S ACCEPTABILITY SHALL BE THAT OF THE ENGINEER. 

S. CHECK ALL THREE PHASE MOTORS WITH PHASE ROTATION METER, PRIOR TO PLACING IN SERVICE. 

T. PROVIDE DETAILED SHOP DRAWINGS TO ENGINEERS PRIOR TO PURCHASING AND INSTALLING ANY EQUIPMENT.  

U. DEVIATIONS IN SIZES, CAPACITIES, FIT, FINISH, ETC., FOR EQUIPMENT FROM THAT PRIME SPECIFIED SHALL BE THE 
RESPONSIBILITY OF THE PURCHASER OF THAT EQUIPMENT.  ANY PROVISIONS REQUIRED TO ACCOMMODATE A 
DEVIATION, WHETHER APPROVED BY THE ENGINEERS OR NOT, SHALL BE THE RESPONSIBILITY OF THE PURCHASER.

V. THE CONSTRUCTION MANAGER, GENERAL CONTRACTOR, OR WHOMEVER HOLDS THE PRIME CONTRACT(S) FOR THIS 
CONSTRUCTION IS RESPONSIBLE FOR THE COORDINATION, APPEARANCE, SCHEDULING AND TIMELINESS OF THE WORK 
OF ALL TRADES, CONTRACTORS', SUPPLIERS, INSTALLERS, ETC., POOR OR UNTIMELY WORK ON THE PART OF ANY 
SUBCONTRACTOR SHALL BE RESOLVED BY THE PARTY WHO ENGAGED THEM ON THIS PROJECT. 

W. WHERE MOUNTING HEIGHTS ARE NOT INDICATED OR ARE IN CONFLICT WITH ANY OTHER BUILDING SYSTEMS, CONTACT 
THE ENGINEERS BEFORE AFFECTING INSTALLATION.  REFER ALSO TO ARCHITECTURAL WALL INTERIOR AND EXTERIOR 
WALL ELEVATIONS, CEILING HEIGHTS, AND OTHER DETAILS OF THESE DOCUMENTS, AS APPLICABLE. 

X. WHERE FIRE RATED CEILING ASSEMBLIES ARE NOTED, PROVIDE RATED, APPROVED GYPSUM BOARD ENCLOSURES 
ABOVE LIGHT FIXTURES, CEILING DEVICES, ETC., IN OR ON CEILING, TO MAINTAIN CEILING RATINGS.

Y. COORDINATE THE LOCATION OF DRAINS, ELECTRICAL OUTLETS, GAS OUTLETS, ETC., WITH ALL CASEWORK, KITCHEN 
EQUIPMENT, MECHANICAL ROOM EQUIPMENT, ETC., PRIOR TO COMMENCING INSTALLATION.  WORK NOT SO 
COORDINATED SHALL BE REMOVED AND PROPERLY INSTALLED AT THE EXPENSE OF THE RESPONSIBLE CONTRACTOR(S).

Z. ALL ELECTRICAL COMPONENTS OR EQUIPMENT SHALL BE LABELED BY UNDERWRITER'S LABORATORIES OR OTHER 
APPROVED LISTING AGENCY.  APPROVED AND LABELING OF INDIVIDUAL COMPONENTS ON AN ASSEMBLY IS NOT 
ACCEPTABLE AS MEETING THIS REQUIREMENT.  UNLESS WAIVED BY THE ENGINEER IN WRITING.

AA. ALL WIRING SYSTEMS SHALL BE INSTALLED WITH A MINIMUM OF SPLICES.  CONDUCTORS, WHETHER SINGLE OR MULTI-
PAIR SHALL BE INSTALLED CONTINUOUS INSOFAR AS POSSIBLE FROM TERMINAL POINT TO TERMINAL POINT.

BB. ALL CONTRACTORS SHALL EXERCISE EXTREME CARE IN THE COURSE OF THEIR WORK SO AS TO INSURE THAT THEY DO 
NOT INTERRUPT ANY EXISTING SERVICE OR SUB-SERVICE FOR SAFETY PURPOSES, PAY PARTICULAR ATTENTION TO THIS 
PRECAUTION RELATIVE TO NATURAL GAS AND ELECTRICAL LINES.  VERIFY THE LOCATION, SIZE, TYPE, ETC., OF EACH 
UNDERGROUND OR OVERHEAD UTILITY.  ALL WORK SHALL BE PERFORMED IN ACCORD WITH ALL FEDERAL, STATE 
AND/OR LOCAL RULES, REGULATIONS, STANDARD AND SAFETY REQUIREMENTS.  UTILITIES SHALL BE INSTALLED IN 
ACCORD WITH THE APPLICABLE MUNICIPALITY OR UTILITY COMPANY STANDARDS.  IN ALL CASES, THE MOST STRINGENT 
REQUIREMENT SHALL APPLY.

CC. ALL SUPPORTS FOR EQUIPMENT, DEVICES OR FIXTURES SHALL BE UNIQUE, FROM THE BUILDING STRUCTURE.  DO NOT 
SUPPORT WORK FROM OTHER TRADES, EQUIPMENT OR SUPPORTS WITHOUT WRITTEN PERMISSION FROM THE 
ENGINEER AND CONSENT OF THE OTHER TRADE, IN WRITING.  SUPPORTING FROM CROSS BRACING OR ROOF DECK WILL 
NOT BE ALLOWED.

DD. WHERE INTERRUPTING AN EXISTING UTILITY OR SERVICE DELIBERATELY OR ACCIDENTALLY, THE RESPONSIBLE 
CONTRACTOR SHALL WORK CONTINUOUSLY AS NEEDED TO RESTORE SAME, PROVIDING PREMIUM TIME AS NEEDED. 

EE. REFER TO ARCHITECTURAL WALL ELEVATIONS (WHERE GIVEN) FOR HEIGHTS AND MOUNTING RELATIONSHIP OF 
OUTLETS AND EQUIPMENT.  IF IN DOUBT, CONTACT THE ENGINEER FOR DIRECTION PRIOR TO INSTALLING WORK. 

FF. AS APPLICABLE, REFER TO ARCHITECTURAL PHASING PLANS AND PHASING BOUNDARIES ON THESE DRAWINGS FOR 
SEQUENCING OF WORK, FULL EXTENT OF AREA INVOLVED, EXTENT OF CEILING WORK, ETC.  PROVIDE TEMPORARY 
CONNECTIONS FOR CIRCUITS AND WORK AS REQUIRED TO MAINTAIN SEQUENCE OF THE WORK FROM PHASE TO PHASE.

GG. WHERE EXIT LIGHTS ARE CONNECTED TO EMERGENCY CIRCUITS WITH KEYSWITCH OR CONTACTOR CONTROL, AN 
UNSWITCHED LINE SHALL BE PULLED IN TO MAINTAIN THEIR OPERATION REGARDLESS OF SWITCH POSITION. 

HH. THIS CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING AND PATCHING REQUIRED FOR HIS WORK.  ALL CUTTING 
AND PATCHING SHALL BE IN ACCORD WITH THE ARCHITECTS STANDARDS FOR SUCH WORK.  ALL WORK SHALL BE 
CONCEALED UNLESS SPECIFICALLY INDICATED TO BE EXPOSED, OR REQUIRED TO BE EXPOSED.  IF IN DOUBT, CONTACT 
THE ENGINEERS FOR CLARIFICATIONS PRIOR TO INSTALLING ANY SUCH WORK.

II. INTERRUPTION OF ANY EXISTING SERVICES SHALL BE COORDINATED WITH THE GENERAL CONTRACTOR, UTILITY 
COMPANY AS NECESSARY, AND THE ARCHITECT, AT LEAST TWO WEEKS IN ADVANCE OF THE ANTICIPATED 
INTERRUPTION.  A SCHEDULE FOR THESE OUTAGES SHALL BE DEVELOPED AND AGREED UPON BETWEEN THE PARTIES 
MENTIONED, TO AVOID UNNECESSARY INCONVENIENCE TO THE OWNER OR ANY AFFECTED PARTY.  NOTIFY THE UTILITY 
COMPANY OF ANY ANTICIPATED SERVICES REQUIRED TWO WEEKS IN ADVANCE, IN WRITING.  IF UTILITY COMPANY 
REQUIRES A LONGER NOTIFICATION PERIOD, SO PROVIDE.

JJ. WHERE OUTLETS ARE LOCATED APPROXIMATELY BACK-TO-BACK ON OPPOSITE SIDES OF A PARTY WALL, THE OUTLETS 
SHALL NOT BE INSTALLED IN THE SAME STUD SPACE, BUT SHALL BE SEPARATED BY A MINIMUM OF ONE STUD.

KK. ALL MATERIALS FURNISHED AND ALL WORK INSTALLED SHALL COMPLY WITH THE CURRENT EDITION OF THE NATIONAL 
ELECTRICAL CODES, NATIONAL FIRE CODES OF THE NATIONAL FIRE PROTECTION ASSOCIATION, THE REQUIREMENTS OF 
LOCAL UTILITY COMPANIES, AND WITH THE REQUIREMENTS OF ALL GOVERNMENTAL AGENCIES OR DEPARTMENTS 
HAVING JURISDICTION.  IF ANY CONFLICTS OR DISCREPANCIES OCCUR THE MOST STRINGENT SHALL APPLY. 

LL. ALL WORK SHALL BE CONCEALED UNLESS SPECIFICALLY INDICATED TO BE EXPOSED, OR REQUIRED TO BE EXPOSED, IF 
IN DOUBT, CONTACT THE ENGINEERS FOR CLARIFICATION PRIOR TO INSTALLING ANY SUCH WORK.

MM. DO NOT SCALE FROM DRAWINGS, AS PRINTING DISTORTS SCALE.  WORK SHALL BE LAID OUT FROM DIMENSIONED 
DRAWINGS, OR DIMENSIONS SUPPLIED TO THE CONTRACTOR.

V

4G

3G

SIZE REQUIRED

2G-A

2G

1G

BACKBOX SCHEDULE :

4-11/16'' SQUARE x 2-1/8''D TWO-GANG BACKBOX (STEEL CITY #72171)
WITH SINGLE-GANG 3/4'' RAISED EXTENSION RING. (STEEL CITY #72-C-14)

4-11/16'' SQUARE x 2-1/8''D TWO-GANG BACKBOX (STEEL CITY #72171)
WITH TWO-GANG 3/4'' RAISED EXTENSION RING. (STEEL CITY #72-C-18)

6-13/16'' x 4-1/2''H x 2-1/2''D TWO-GANG BACKBOX (STEEL CITY
#H2BD) WITH TWO-GANG 3/4'' RAISED EXTENSION RING AS REQUIRED.

8-5/8'' x 4-1/2'' x 2-1/2''D THREE-GANG BOX (STEEL CITY #H3BD)
WITH THREE-GANG 3/4'' RAISED EXTENSION RING AS REQUIRED.

10-17/16'' x 4-1/2'' x 2-1/2''D FOUR-GANG BACKBOX (STEEL CITY #H4BD)
WITH FOUR-GANG 3/4'' RAISED EXTENSION RING AS REQUIRED.

BACKBOX EXTENSION RING AND COVERPLATE PROVIDED BY VENDOR
AND INSTALLED BY CONTRACTOR.
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MEZZANINE PLAN - LIGHTING

GENERAL NOTES (NEW WORK):

A. REFER TO THE ARCHITECT'S REFLECTED CEILING PLANS, ELEVATIONS, 
AND CASEWORK DETAILS FOR EXACT LOCATIONS OF ALL WALL AND 
CEILING MOUNTED ELECTRICAL DEVICES. 

B. CONTRACTOR SHALL FOLLOW BRANCH CIRCUITING LAY-OUT, AS 
INDICATED ON THE FLOOR PLANS, WITH A MAXIMUM OF THREE (3) 
BRANCH CIRCUITS PER HOMERUN. EACH BRANCH CIRCUIT SHALL BE 
PROVIDED WITH A DEDICATED NEUTRAL CONDUCTOR. DEDICATED 
NEUTRAL CONDUCTORS SHALL BE CONSIDERED CURRENT 
CARRYING. IF ADDITIONAL CONDUCTORS ARE RAN IN THE SAME 
CONDUIT WITH THOSE INDICATED, CONTRACTOR SHALL DERATE ALL 
CURRENT CARRYING CONDUCTORS PER N.E.C. #310.15(B)(3), AND 
UPSIZE CONDUIT AS REQUIRED PER N.E.C. #300.17 AND ANNEX 
C. MULTIWIRE BRANCH CIRCUITS AS DEFINED IN N.E.C #100 / 210.4 
(CIRCUITS SHARING A COMMON NEUTRAL CONDUCTOR) SHALL NOT BE 
PERMITTED.

C. IDENTIFY THE PANEL AND CIRCUIT NUMBER FOR ALL RECEPTACLES, 
SWITCHES, ETC. IN AREA OF CONSTRUCTION. PROVIDE CLEAR 
ADHESIVE LABELS WITH BLACK LETTERING. ALSO, MARK INSIDES OF ALL 
DEVICE BOXES WITH PANEL AND CIRCUIT NUMBER.

D. LOCATE CHAIN-HUNG INDUSTRIAL FIXTURES IN MECHANICAL ROOMS TO 
AVOID DUCTWORK AND PIPING, TO MAXIMIZE AVAILABLE LIGHT. SPACE 
AROUND EQUIPMENT, AIR HANDLERS, ETC. TO PROVIDE ADEQUATE 
LIGHTING TO ALL AREAS OF ROOM. PROVIDE ADDITIONAL FIXTURES OF 
SAME TYPE AS NEEDED TO FULFILL THIS REQUIREMENT.

E. LOCATE EXIT SIGNS FOR MAXIMUM VIEWING AREA TO IDENTIFY EGRESS 
PATHS AS INDICATED ON PLANS.  COORDINATE LOCATIONS SUCH THAT 
ARCHITECTURAL FEATURES OR EQUIPMENT FROM OTHER TRADES DO 
NOT OBSTRUCT VIEW.

F. LUMINAIRES INDICATED WITH MULTI-LEVEL SWITCHING SHALL HAVE 
SIMILAR LAMPS CONTROLLED TOGETHER, I.E. INBOARD AND OUTBOARD 
LAMPS OR RIGHT AND LEFT HAND LAMPS.

G. ALL LIGHTING FIXTURE LENSES, DOWNLIGHTING, AND ALZAK CONES 
SHALL BE HANDLED WITH COTTON GLOVES DURING INSTALLATION TO 
AVOID FINGERPRINTS OR DIRT DEPOSITS.  IT IS PREFERRED THAT 
FIXTURES BE SHIPPED AND INSTALLED WITH CLEAR PLASTIC BAGS. AT 
CLOSE OF PROJECT, AND AFTER CONSTRUCTION AIR FILTERS ARE 
CHANGED, REMOVE BAGS. DIRT OR FINGER PRINTS SHALL BE CLEANED 
WITH SOLVENT RECOMMENDED BY THE MANUFACTURER, OR LENSES, 
DOWNLIGHT, ETC. SHOULD BE REPLACED AS NECESSARY IN ORDER TO 
TURN OVER TO THE OWNER NEW FIXTURES AT OCCUPANCY.

H. RECESSED LUMINAIRES SHALL BE SECURED SUCH THAT THE FORCE 
REQUIRED INSERTING LAMPS, TRIMS, LENSES, LOUVERS, OR DOOR 
FRAMES DOES NOT SHIFT HOUSING.  ALL TRIMS SHALL BE COMPLETELY 
FLUSH WITH FINISHED CEILINGS AT COMPLETION OF CONSTRUCTION.

I. CONTRACTOR SHALL PROVIDE UNSWITCHED CONDUCTOR TO ALL EXIT 
SIGNS, EMERGENCY INVERTER BATTERY PACKS, AND NIGHT LIGHTS AS 
REQUIRED.

J. LOCATIONS OF ELECTRICAL CONNECTIONS AND LOCAL DISCONNECTS 
SHALL BE COORDINATED WITH MECHANICAL AND PLUMBING 
CONTRACTORS TO ENSURE ACCESS AND WORKING CLEARANCE IS 
MAINTAINED PER NEC.  NOTIFY OTHER TRADES OF REQUIRED 
CLEARANCE AREAS TO AVOID ROUTING OF OTHER SYSTEMS IN THESE 
AREAS.  DO NOT INSTALL ELECTRICAL EQUIPMENT OVER EQUIPMENT 
NAMEPLATES OR ACCESS PANELS OR THROUGH 
ACCESS/MAINTENANCE CLEARANCES OF EQUIPMENT BY OTHER 
TRADES.

K. REFER TO "SYSTEM INSTALLATION MATRIX" (ON SYSTEMS LEGEND 
SHEET) AND SPECIFICATIONS FOR CONTRACTOR REQUIREMENTS OF 
EACH SYSTEM.

L. THE CONTRACTOR SHALL ROUTE ALL ''SYSTEM CONDUIT STUB-UPS'' TO 
THE NEAREST CORRIDOR CABLING PATH (SEE ''STUB-UP'' DETAILS). 
REFER TO CABLING PATH INSTALLATION DETAIL FOR ADDITIONAL 
REQUIREMENTS.

M. CONTRACTOR SHALL PAINT ALL SYSTEMS CONDUIT STUB-UPS LIGHT 
BLUE FOR SYSTEMS CABLING INTO THE CORRIDOR CABLING PATH. 
PROVIDE PULL STRINGS IN ALL NEW CONDUIT RUNS FOR SYSTEM 
CABLING INSTALLATION.

1/8" = 1'-0"
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LEVEL 1 PLAN - POWER/SYSTEMS
1/8" = 1'-0"

7
MEZZANINE PLAN - POWER/SYSTEMS

TAGGED NOTES

L1 WALL SWITCH, OCCUPANCY SENSORS, AND DAYLIGHT SENSORS
SHALL CONTROL FIXTURES. AUTO ON/AUTO OFF. DAYLIGHT
HARVESTING SHALL MAINTAIN MINIMUM LIGHT LEVEL IN SPACE.

L2 WALL SWITCH AND VACANCY SENSORS SHALL CONTROL
FIXTURES. MANUAL ON/AUTO OFF.

L3 ROUTE # OF #12 CONDUCTORS AS INDICATED IN 3/4" CONDUIT TO
EXISTING LIFE-SAFETY LIGHTING CIRCUIT SERVING THIS AREA.

P1 INTERCEPT AND EXTEND EXISTING CIRCUIT TO LOCATIONS
INDICATED

P2 ROUTE # OF #12 CONDUCTORS AS INDICATED IN 3/4" CONDUIT TO
NEW/SPARE 20A/1P BREAKER(S) IN EXISTING PANEL INDICATED.
WHERE EXISTING PANEL IS FLUSH-MOUNTED IN AN EXISTING
WALL, CONTRACTOR SHALL CUT, PATCH AND REPAIR WALL AS
REQUIRED FOR CONCEALED CONDUIT ENTRY.

1/8" = 1'-0"
2

LEVEL 1 PLAN - LIGHTING1/8" = 1'-0"
1

LEVEL 1 PLAN - ELECRICAL DEMOLITION

1/8" = 1'-0"
5

MEZZANINE PLAN - ELECTRICAL DEMOLITION

A. DOTTED LINES INDICATE ITEMS FOR REMOVAL (UON) AND GRAY SOLID 
LINES INDICATE EXISTING ITEMS TO REMAIN.

B. DEVICES INDICATED WITH AN ''R'' SHALL BE RELOCATED. REMOVE, 
PROTECT, AND REINSTALL IN NEW LOCATION INDICATED ON NEW WORK 
PLANS. INTERCEPT AND EXTEND ALL EXISTING CABLING TO NEW 
LOCATION. CLEAN AND RE-LAMP RELOCATED LUMINAIRES.

C. THE CONTRACTOR SHALL MAINTAIN THE CONTINUITY OF EXISTING 
CIRCUITS THAT CONTAIN DEVICES OR EQUIPMENT THAT ARE TO 
REMAIN. WHEN DEMOLITION OF AN ELECTRICAL DEVICE (OR CIRCUIT) IS 
INDICATED ON THE DRAWINGS: THE CONTRACTOR SHALL ENSURE THAT 
OTHER DEVICES OR EQUIPMENT "UPSTREAM" OR "DOWNSTREAM" ON 
THE CIRCUITS SHALL REMAIN IN "PRE- DEMOLITION" WORKING ORDER. 
"LEFT-OVER" CIRCUIT BREAKERS SHALL REMAIN, BE SWITCHED TO OFF 
POSITION, AND BE LABELED AS SPARES IN THEIR PANELS. PROVIDE 
NEW TYPEWRITTEN DIRECTORIES FOR ALL PANELS AFFECTED.

D. LOCATIONS OF DEVICES, CONNECTIONS, ETC., INDICATED ON THIS 
DRAWING WERE TAKEN FROM VARIOUS SOURCES. THEY ARE 
DIAGRAMMATIC ONLY AND ARE SUBJECT TO VARIATION FROM EXISTING 
CONDITIONS. CERTAIN EXISTING ELEMENTS MAY NOT BE INDICATED AT 
ALL. THE CONTRACTOR PROPOSING TO DO ANY PART OF THE WORK 
INDICATED HEREON SHALL VISIT THIS SITE AND DETERMINE TO HIS 
SATISFACTION THAT THEY MAY COMPLETE ALL WORK REQUIRED FOR 
THE BID WHICH HE PROPOSES.

E. REMOVE ALL ASSOCIATED BACKBOXES, CONDUIT AND CONDUCTORS 
FOR DEVICES / FIXTURES / ETC. BEING REMOVED (BACK TO SOURCE), 
WHETHER INDICATED OR NOT (UON). CONTRACTOR SHALL PATCH AND 
REPAIR ANY EXISTING WALLS, FLOORS OR CEILINGS WHERE DEVICES 
ARE SHOWN TO BE REMOVED (PATCH AND REPAIR TO RECEIVE NEW 
FINISHES - SEE ARCHITECTURAL PLANS).

F. COORDINATE DISPOSAL OF ALL FIXTURES, DEVICES, ETC. (INDICATED 
FOR DEMOLITION) WITH OWNER. TURN OVER ITEMS REMOVED TO 
OWNER AT THEIR OPTION. 

G. COORDINATE WITH OTHER TRADES FOR THE REMOVAL AND/OR 
RELOCATION OF ELECTRICAL DEVICES AND CONNECTIONS ASSOCIATED 
WITH THEIR EQUIPMENT.

H. PROVIDE TEMPORARY EMERGENCY EXIT LIGHTS AT CONSTRUCTION 
BARRIERS AS REQUIRED.

I. CONTRACTOR SHALL PATCH AND REPAIR ALL EXISTING WALLS / 
CEILINGS AS REQUIRED WHERE DEVICES ARE BEING REMOVED OR 
INSTALLED.

J. UNUSED/ABANDONED CONDUCTORS DISCOVERED ABOVE ACCESSIBLE 
CEILINGS SHALL BE REMOVED IN ACCORDANCE WITH NEC 
REQUIREMENTS.

K. EXISTING ELECTRICAL SYSTEMS IN CONFLICT WITH CONSTRUCTION 
SHALL BE RELOCATED TO PERMIT INSTALLATION OF DEVICES AND 
EQUIPMENT SHOWN ON PLANS.

L. CONTRACTOR SHALL SEAL ALL EXISTING AND NEW PENETRATIONS OF 
BUILDING ENVELOPE (EXTERIOR WALLS, ROOF, ETC.) WATER-TIGHT AND 
AS APPROVED BY ARCHITECT AND ENGINEER. ROOFING SHALL BE 
RESTORED BY A LICENSED ROOFING CONTRACTOR BASED ON WRITTEN 
INSTRUCTIONS AND DETAILS FROM ROOFING MANUFACTURER AS 
REQUIRED TO MAINTAIN ROOF WARRANTY. REFER TO ARCHITECTURAL 
AND ENGINEERING PLANS AND SPECIFICATIONS FOR FURTHER 
REQUIREMENTS.

M. ALL EXISTING PANELS AFFECTED BY THIS CONTRACTOR'S WORK SHALL 
BE PROVIDED WITH NEW TYPE-WRITTEN PANEL DIRECTORIES AND 
INSERT SLEEVES. PANEL DIRECTORIES SHALL NOT USE ROOM NAMES 
OR NUMBERS FROM THESE DRAWINGS. DIRECTORIES SHALL BE 
DETAILED AND COORDINATED WITH OWNER'S SUITE NUMBERS, FINAL 
ROOM NUMBERS, IT RACK NAMES, WORKSTATION DESIGNATIONS, ETC.  
UNUSED BREAKERS SHALL BE IN OFF POSITION.

GENERAL NOTES (DEMOLITION):

1/16" = 1'-0"
3

LEVEL 1 PLAN - LIGHTING CONTROLS
1/16" = 1'-0"

4
MEZZANINE PLAN - LIGHTING CONTROLS

1 50% CONSTRUCTION DOCUMENTS 17.DEC.21

2 90% CONSTRUCTION DOCUMENTS 21.JAN.22

3 BID SET 15.FEB.22
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ZONE 2

ZONE 3

ZONE 4
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AUXILIARY CONNECTION TO
VAV CONTROLS BY TCC.

GENERAL NOTES:

120 VOLT LIGHTING
BRANCH CIRCUIT TO
LIGHT FIXTURES.

LOW VOLTAGE CONTROL WIRE
TO LIGHT FIXTURES IF
REQUIRED (IE. 0-10V).

120 VOLT LIGHTING 
BRANCH CIRCUIT.

0-10V DIMMING RELAY CONTROLLER. 
INSTALL ABOVE ACCESSIBLE CEILING IN 
AREA TO BE CONTROLLED. LOCATION TO 
BE INDICATED ON RECORD DRAWINGS.  

MULTI-BUTTON LOW-VOLTAGE
CONTROL STATION(S).  PROVIDE # OF 
BUTTONS AS REQUIRED FOR EACH ZONE OF 
LIGHTING CONTROL.  PROVIDE DIMMING 
FUNCTION WHERE INDICATED ON 
FLOORPLANS.

DUAL TECHNOLOGY 360°
OCCUPANCY/VACANCY SENSOR(S)
WITH AUXILIARY CONTACT.  PROVIDE 
HIGHBAY OR CORNER MOUNT TYPE WHERE 
INDICATED ON FLOORPLANS.

DAYLIGHT PHOTOCELL (WHERE
INDICATED ON FLOORPLANS).

CAT5

CAT5

A. STAND ALONE OCCUPANCY SENSOR CONTROL ZONES WITH NO SWITCHING INDICATED ON FLOORPLANS SHALL BE CONTROLLED BY 
OCCUPANCY SENSOR ONLY. CONTROL SEQUENCES SHALL BE ON/OFF DEPENDANT UPON OCCUPANT DETECTION.

B. STAND ALONE OCCUPANCY SENSOR CONTROL ZONES WITH SWITCHES INDICATED ON FLOORPLANS SHALL FUNCTION AS VACANCY 
SENSORS.  FIXTURES SHALL NOT TURN ON UPON OCCUPANT DETECTION.  FIXTURES SHALL TURN ON TO 70% DIMMED WHEN WALL 
SWITCH IS ACTIVATED.  PROVIDE ADDITIONAL UP/DOWN DIMMING CONTROLS WHERE DIMMING SWITCHES ARE INDICATED ON 
FLOORPLANS. (FIXTURES SHALL TURN ON TO 100% UPON SWITCH ACTIVATION IF NO DIMMING IS INDICATED)

C. ACCEPTABLE MANUFACTURERS SHALL BE WATTSTOPPER, NLIGHT, OR PRE-APPROVED EQUAL. ANY PROPOSED SYSTEM SHALL BE 
FULLY STAND ALONE.  NETWORKED CONTROL SYSTEMS ARE NOT ACCEPTABLE.

PROVIDE A MINIMUM OF 3 
TIGHT TWISTS AT 
CONNECTION TO FIXTURE 
(TYPICAL OF ALL FOUR 
CORNERS).

RECESSED, SEMI 
RECESSED OR SURFACE 
MOUNTED TROFFER

STRUCTURE 
ABOVE
CEILING

GENERAL TROFFER SUPPORT DETAIL NOTES:
A. SUPPORT WIRES SHALL BE GALVANIZED REGULAR COATING, SOFT 

TEMPER, 0.1055 INCHES IN DIAMETER (12 GAGE).
B. ALTERNATELY, CONTRACTOR MAY SUPPORT FIXTURES WITH SINGLE 

WIRE FROM ALL FOUR CORNERS OF FIXTURE PER SPECIFICATIONS WITH 
NUMBER OF TWISTS AT FIXTURE AND NUMBER OF WRAPS AROUND 
STRUCTURE INDICATED IN THIS DETAIL.

PROVIDE A MINIMUM OF TWO (2) 
TIGHT WRAPS AROUND 
STRUCTURE ABOVE OR PROVIDE 
400LB. PULLOUT HILTI ANCHORS 
IN CONCRETE SLAB, TO SUIT 
ACTUAL FIELD CONDITIONS 
(TYPICAL OF ALL FOUR 
CORNERS).

SUPPORT WIRE
(TYP)

KEEP 18'' (MIN.) OFF OF SINKS, ETC.  IF 
DEVICES WILL NOT FIT,  CONTRACTOR TO 
NOTIFY ARCHITECT/ENGINEER.

TYPICAL ORDER OF PLACEMENT FOR 
DEVICES IN ''NEAT'', ORDERED LINE-UP 
BESIDE DOORS.

MINIMUM 8'' WIDE X 12'' TALL FREE AREA FOR 
INSTALLATION OF FUTURE WALL PHONE. NO 
DEVICES SHALL BE MOUNTED IN THIS AREA.

CC C

DOOR

ROOM

8'' MIN

L L L

6'' MIN 4'' MIN

W T

S

3/4'' CONDUIT TO POWER PANEL

OWNER FURNISHED OWNER INSTALLED BOOK SHELF

2'' x 4'' JUNCTION BOX FLUSH MOUNTED IN BASE 
OF THE BOOK SHELF AT 2" AFF TO CENTER LINE.

FLEX CONNECTION FROM BOOK SHELF JUNCTION BOX 
TO WALL MOUNTED JUNCTION BOX.

2'' x 4'' JUNCTION BOX FLUSH MOUNTED IN FURRED AT  2" 
AFF TO CENTER LINE.

8'' BLOCK WALL
CEILING

KFLOOR PLANS:

PROVIDE AT LOCATIONS WHERE RECEPTACLES ARE 
INDICATED AT BASE OF BOOKSHELVES. COORDINATE ALL 
LOCATIONS WITH ARCHITECTURAL ELEVATIONS.

K,

NEW FURRED WALL

,

HEIGHT AS SCHEDULED

FLOOR LINE

STUB DOWN WHERE REQUIRED

INSULATED THROAT BUSHING (TYPICAL)

OUTLETS AS SHOWN ON PLAN

1" MINIMUM WITH PULLSTRING

SUSPENDED CEILING LINE

NOTES:                                                                                                                                                                  

A. EXTEND CONDUIT TO NEAREST WIRING PATH UNLESS CABLING TERMINATES AT ANOTHER 
OUTLET IN THE SAME ROOM (IN WHICH CASE, STUB CONDUIT OUT ABOVE THE ROOM'S 
SUSPENDED CEILING). REFER TO GENERAL NOTES LOCATED ON ALL SYSTEM'S DRAWINGS. 
ACCESS CONTROL CONDUITS SHALL STUB ABOVE ACCESSIBLE CEILING FOR VENDOR 
FURNISHED ACCESS CONTROL CABLING, ETC.

B. WHERE OPEN CABLING IS INSTALLED WITHIN ENVIRONMENT AIR PLENUMS, SUCH CABLING 
SHALL MEET NEC REQUIREMENTS FOR SUCH INSTALLATIONS.

C. LABEL BACK OF OUTLET BOXES AND ENDS OF CONDUIT WITH UNIQUE NUMBER TO IDENTIFY 
EACH STUB-UP.  USE PERMANENT MARKER PEN, 3/4" HIGH LETTERS. MATCH NUMBER ON 
OUTLET BOX TO END OF CONDUIT

D. INSTALL TELECOMMUNICATION AND CABLE TV OUTLETS WITHIN 6" OF POWER RECEPTACLE 
WHERE POWER RECEPTACLE IS SHOWN ON POWER PLANS IN SAME GENERAL LOCATION.

INSULATED THROAT BUSHING

,

1" MINIMUM WITH PULLSTRING

EXTEND CONDUIT A MINIMUM OF 6" ABOVE 
CEILING. ROUTE CONDUIT COMPLETE BACK 
TO WITHIN 6" OF J-HOOK PATH, CABLE TRAY 
OR HOMERUN TO MDF/IDF ROOM.  FIELD 
VERIFY EXACT LOCATION.  PROVIDE 
GROUNDING JUMPER TO CABLE TRAY AT 
EACH LOCATION.

EXTEND CONDUIT A MINIMUM OF 6" ABOVE 
CEILING.  ROUTE CONDUIT COMPLETE BACK TO 
WITHIN 6" OF J-HOOK PATH, CABLE TRAY OR 
HOMERUN TO MDF/IDF ROOM. FIELD VERIFY 
EXACT LOCATION. PROVIDE GROUNDING JUMPER 
TO CABLE TRAY AT EACH LOCATION.
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ELECTRICAL DETAILS

E-200

CHARLOTTESVILLE CITY SCHOOLS

NOT TO SCALE
3

WIRELESS LIGHTING CONTROL STATIONS DETAIL

ELEC - LUMINAIRE SCHEDULE

TYPE DESCRIPTION BASIS OF DESIGN EQUALS LAMPS/CCT
MINIMUM
LUMENS

MAXIMUM
WATTAGE VOLTAGE REMARKS

L1 RECESSED LINEAR LED LUMENWERX
#VIA4RD_HLO_FH_SW_80_1500_40_4_UNV_D1_1C_NA_ACS_XX_

FU120

PINNACLE,
AXIS

4000K 6000 55 120 PROVIDE WITH EMERGENCY CIRCUIT OPTION WHERE SHOWN
CIRCUITED TO LIFE-SAFETY.

L2 RECESSED LINEAR LED LUMENWERX
#VIA4RD_HLO_FH_SW_80_1000_40_4_UNV_D1_1C_NA_ACS_XX_

FU120

PINNACLE,
AXIS

4000K 4000 35 120

P1 LED LINEAR PENDANT LUMENWERX
#VIA4PD_HLO_FH_SW_80_1500_40_4_UNV_D1_1C_NA_ACS_XX_

FU120

PINNACLE,
AXIS

4000K 6000 55 120 COORDINATE FIXTURE FINISH WITH ARCHITECT. PROVIDE WITH
EMERGENCY CIRCUIT OPTION WHERE SHOWN CIRCUITED TO
LIFE-SAFETY.

P2 LED LINEAR PENDANT LUMENWERX
#VIA4PD_HLO_FH_SW_80_1000_40_4_UNV_D1_1C_NA_ACS_XX_

_FU120

PINNACLE,
AXIS

4000K 4000 35 120 COORDINATE FIXTURE FINISH WITH ARCHITECT.

P3 LED LINEAR PENDANT LUMENWERX
#VIA4PD_HLO_FH_SW_80_500_40_4_UNV_D1_1C_NA_ACS_XX__

FU120

PINNACLE,
AXIS

4000K 2000 16 120 COORDINATE FIXTURE FINISH WITH ARCHITECT.

TL LED TAPE LIGHT WITH CHANNEL AND LENS PUREEDGE #ST2A_24V_XX_40K, #LCS.6_XX_D_SA LLI, ACCLAIM 4000K 362/FT 38 120 2.5 WATTS PER FOOT. PROVIDE LENGTH AS INDICATED ON
FLOORPLANS.  REMOTE DRIVER SHALL BE LOCATED ON TOP OF
UPPER CABINETRY.

X1 LED EXIT SIGN LITHONIA #LV_S_W_1_R_EL_SD COOPER,
PHILLIPS

RED 2 120

NOT TO SCALE
1

STAND ALONE OCCUPANCY SENSOR DETAIL
NOT TO SCALE

2
TROFFER SUPPORT DETAIL

NOT TO SCALE
5

OUTLET COORDINATION DETAIL
NOT TO SCALE

4
DETAIL OF TYPICAL BOOK SHELF/LOCKER BASE OUTLET INSTALLATION

NOT TO SCALE
6

ROUGHING-IN DETAIL FOR STUB-OUTS
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